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Minutes of Pre-Bid Conference 
 
DATE:            Wednesday, June 2, 2010 
 
TIME:            1:00 p.m. 
 
PROJECTS:   WBS 42813.3.1 (B-5216) Brunswick County Bridge No. 58 
                                                            
LOCATION:  NCDOT Maintenance Office Building, Raleigh, Wake County 
 
A mandatory pre-bid conference was held for the above listed project.  A list of attendees 
is attached to these minutes. Mr. Zaki Wafa of the Bridge Management Unit conducted 
the pre-bid conference.  The bid opening date is at 2:00 p.m., Thursday, June 24, 2010.  
The following items are noted and are hereby made part of the contract: 
 

1. On page 48 of the proposal, all working drawing submittals should be sent to the 
Bridge Management Unit using the following contact information: 
 

Via US mail: Via other delivery service: 

Mr. Dan Holderman, PE Mr. Dan Holderman, PE             
State Bridge Management Engineer State Bridge Management Engineer 
North Carolina Department North Carolina Department 
of Transportation of Transportation 
Bridge Management Unit Bridge Management Unit 
1565 Mail Service Center 4809 Beryl Road 
Raleigh, NC  27699-1565 Raleigh, NC  27606 

 
2. On sheet 3 of the plans, note 3 is revised as follows:  CLASS AA (4500 PSI) 

CONCRETE SHALL BE USED IN ALL CAST-IN-PLACE BENT CAPS, END 
BENT CAPS, WING WALLS AND PRECAST RAIL UNITS AND SHALL 
CONTAIN CALCIUM NITRATE CORROSION INHIBITOR IN 
ACCORDANCE WITH THE STANDARD SPECIFICATIONS. 
 
 
 
 

3. The contractors asked that since PDA testing is required for the interior bents and 
the project completion date is 120 days from the date of availability if they could 
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fabricate the 20” prestressed concrete sections of the composite piles, as listed on 
sheet 26 of the plans, prior to the PDA testing and if the results of the PDA testing 
requires that the composite pile length be increased that the additional length be 
added to HP 10x57 sections of the composite piles.  The geotechnical engineer 
agreed to this request. 
 

 
Attachments 
 
KA 
 
Ec:  Amanda Glynn, PE 
        Prospective Bidders 
        File 
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