
 

 

 

  STATE OF NORTH CAROLINA 

  DEPARTMENT OF TRANSPORTATION 

ROY COOPER  J.R. “JOEY” HOPKINS 
GOVERNOR   SECRETARY 
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NC DEPARTMENT OF TRANSPORTATION 

CONTRACT STANDARDS AND DEVELOPMENT 
1591 MAIL SERVICE CENTER 

RALEIGH, NC  27699-1591 

Telephone: (919) 707-6900 

Fax: (919) 250-4127 

Customer Service:  1-877-368-4968 
 

Website: www.ncdot.gov 

Location: 

1020 BIRCH RIDGE DR. 

RALEIGH, NC 27610 
 

 

  
 

December 15, 2023 
 

 

Addendum No. 2 

RE: Contract # C204823 

WBS # 50230.3.1 

STATE FUNDED 

Haywood County (U-5839) 

US-276 (RUSS AVE) FROM US-23/74 TO US-23 BUS (MAIN ST) IN 

WAYNESVILLE. 
 

December 19, 2023 Letting 
 

To Whom It May Concern: 

 

Reference is made to the plans furnished to you on this project. 

 

The following revision has been made to the Signal Plans. 

 

Sheet No. Revision 

New Sheet Sig 4.3 Intersection drawing sheet added 

 

Please staple the above listed New Sheet Sig 4.3 in your Plans after existing Sheet Sig 

4.2. 

 

 

The contract will be prepared accordingly.  
 

 

Sincerely, 

 

 

 

 

 

Ronald E. Davenport, Jr., PE 

State Contract Officer 
 

 

RED/jjr 

 

 

http://www.ncdot.gov/


C204823 (U-5839)                     Haywood County 

       
 

 

Attachments 

 
 

 

cc: Mr. Boyd Tharrington, PE  Mr. Forrest Dungan, PE 

 Ms. Wanda H. Payne, PE  Ms. Jaci Kincaid 

 Mr. Ken Kennedy, PE   Mr. Jon Weathersbee, PE   

 Mr. Malcolm Bell 

 Project File (2)     
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 lower than what is shown.  Min Green for all other phases should not be lower than 4 seconds.

* These values may be field adjusted.  Do not adjust Min Green and Extension times for phases 2 and 6 

13. Closed loop system data: Controller Asset # 0685.

    Coordinated signal system timing values supersede these values.

12. Maximum times shown in timing chart are for free-run operation only.

    detection.
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