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Excluding two-lane and four-lane roadways crowned at the centerline of pavement, the 
Design-Build Team shall design and construct all -Y- Lines and service roads with a 0.025 
cross slope in normal crown sections. 

Unless noted otherwise elsewhere in this RFP, the Design-Build Team shall design and 
construct all at-grade intersections with the lane configurations noted in the January 28, 2015 
Congestion Management Report provided by the Department. Except that 1) the Design-
Build Team will not be required to improve the NC 11 / Old Snow Hill Road intersection 
lane configuration and 2) at the NC 11 / NC 102 intersection, the Design-Build Team will not 
be required to design or construct the NC 102 westbound exclusive left turn or right turn 
lanes, as shown in the aforementioned Report. At all intersections impacted by the Design-
Build Team’s design and / or construction, excluding resurfacing, the Design-Build Team 
shall design and construct turn lanes that adhere to the greater of the following:

All turn lane lengths shall adhere to the NCDOT minimum turn lane lengths as defined in 
the NCDOT Roadway Design Manual (Reference Section 9-1,
Figure 4). 

All lengths for the turn lanes required by the January 28, 2015 Congestion Management 
Report, and as superseded in the March 16, 2015 Congestion Management Report –
Addendum No. 1, provided by the Department shall adhere to the NCDOT 
Recommended Treatment for Turn Lanes. These lengths shall be determined by adding 
the storage length defined in the aforementioned Congestion Management Report and 
Addendum; the minimum deceleration length, as defined in the NCDOT Roadway 
Design Manual (Reference Section 9-1, Figure F-4A); and the approach / departure taper. 

Right turn lanes / tapers shall be provided in accordance with the NCDOT Right Turn 
Lane Warrants, as defined in the Roadway Design Manual (Reference Section 9-1,
Figure F-4C).

For all intersection / interchange design modifications, the Design-Build Team shall provide 
a traffic analysis that adheres to the January 1, 2012 Congestion Management Capacity 
Analysis Guidelines for the Department’s review and acceptance.

At all intersections with restricted movements impacted by the Design-Build Team’s design 
and/or construction methods, excluding resurfacing, the Design-Build Team shall provide 
5-inch keyed-in concrete monolithic channelization islands.

Within the interchange limits of all three-lane facilities, the Design-Build Team shall design 
and construct a minimum four foot wide 5-inch keyed-in concrete monolithic channelization 
island.

The minimum width of all grass covered islands / medians shall be eight feet, measured face 
to face from the surrounding mountable concrete curb and gutter or from edge of pavement 
to edge of pavement, as appropriate. All grass covered islands shall be constructed with 
topsoil and appropriate cross slope and median drain with pipe to prevent groundwater and 
surface water infiltration into the subgrade and / or pavement structure. Prior to construction 
of the grass covered islands and / or median drain with pipe, the Design-Build Team shall 
submit to the Design-Build Unit, for review and acceptance, the proposed number of drains, 
drain locations with the typical section, topsoil specifications and construction details. Within
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