
 

 

 

  STATE OF NORTH CAROLINA 

  DEPARTMENT OF TRANSPORTATION 

JOSH STEIN  DANIEL H. JOHNSON 
 

GOVERNOR   SECRETARY 
 

Mailing Address: 

NC DEPARTMENT OF TRANSPORTATION 

CONTRACT STANDARDS AND 

DEVELOPMENT UNIT  

1591 MAIL SERVICE CENTER 

RALEIGH, NC  27699-1591 

Telephone: (919) 707-6900 

Fax: (919) 250-4119 

Customer Service:  1-877-368-4968 

 

Website: www.ncdot.gov 

Location: 

CENTURY CENTER COMPLEX 

ENTRANCE B-2 

1020 BIRCH RIDGE DRIVE 

RALEIGH, NC  27610 

 

 
November 20, 2025 
 

Addendum No. 1 

 
Contract No.:   C 2051335 

TIP No.:  HN-0019 

County: Rutherford 

Project Description: Modification of the US 64 / US 74A (West Mountain Street) / North 

Washington Street Intersection into a Single-Lane Roundabout 

Intersection 

  

RE:  Distribution of Addendum No. 1 to Final RFP 
 

December 16, 2025 Letting 

 

To Whom It May Concern: 
 

Reference is made to the Final Request for Proposals dated November 4, 2025 recently furnished 

to you on the above project. We have since incorporated changes and have attached a copy of 
Addendum No. 1 for your information. Please note that all revisions have been highlighted in gray 

and are as follows: 

 

The Cover Sheet has been revised. Please void the cover sheet in your proposal and replace it with 
the revised Cover Sheet. 

 

Page No. 2 of the Tabel of Content has been revised. Please void Page No. 2 in your proposal and 
replace it with the revised Page No. 2. 

 

Pages No. 126 and No. 132 of the Standard Special Provisions has been revised. Please void Pages 
No. 126 and No. 132 in your proposal and replace them with the revised Pages No. 126 and  

No. 132 thereto. 

 

If you have any questions or need additional information, I can be reached by telephone at  
(919) 707-6901. 

 

Sincerely, 
 

 

 
Ronald E. Davenport, Jr., PE 

State Contract Officer 

RED/EFF 

http://www.ncdot.gov/


 
 

 
cc:  Tim Anderson, PE  

 Nathan Moneyham, PE  

 Boyd Tharrington, PE  

 Timothy T. McFadden, CPM  
 Malcolm Watson, PE  

 File  

   

 



 

-- STATE OF NORTH CAROLINA-- 
DEPARTMENT OF TRANSPORTATION 

RALEIGH, N.C. 
 

FINAL REQUEST FOR PROPOSALS 
 

EXPRESS DESIGN-BUILD 
PROJECT 

 
TIP HN-0019 

 
November 4, 2025 

Includes 
Addendum No. 1 – November 20, 2025 

 
 

VOID FOR BIDDING 
 

 
 
DATE AND TIME OF PRICE PROPOSAL OPENING:     December 16, 2025 AT 2:00 PM 
 
CONTRACT ID: C205135 
 
WBS ELEMENT NO.: 51174.3.1 
 
FEDERAL-AID NO. 5117401 
 
COUNTY:   Rutherford 
 
ROUTE NO.  US 64 / US 74A 
 
MILES:  0.128 Mi. 
  
LOCATION:  US 64 at US 64 / US 74A, North Washington Street Intersection. Construct Roundabout 
 
TYPE OF WORK:  DESIGN-BUILD AS SPECIFIED IN THE SCOPE OF WORK 

CONTAINED IN THE REQUEST FOR PROPOSALS 
 
NOTICE: 
 
ALL PROPOSERS SHALL COMPLY WITH ALL APPLICABLE LAWS REGULATING THE PRACTICE OF GENERAL CONTRACTING AS CONTAINED IN 
CHAPTER 87 OF THE GENERAL STATUTES OF NORTH CAROLINA WHICH REQUIRES THE PROPOSER TO BE LICENSED BY THE N.C. LICENSING 
BOARD FOR CONTRACTORS WHEN BIDDING ON ANY NON-FEDERAL AID PROJECT WHERE THE BID IS $30,000 OR MORE, EXCEPT FOR CERTAIN 
SPECIALTY WORK AS DETERMINED BY THE LICENSING BOARD.  PROPOSERS SHALL ALSO COMPLY WITH ALL OTHER APPLICABLE LAWS 
REGULATING THE PRACTICES OF ELECTRICAL, PLUMBING, HEATING AND AIR CONDITIONING AND REFRIGERATION CONTRACTING AS 
CONTAINED IN CHAPTER 87 OF THE GENERAL STATUTES OF NORTH CAROLINA.  NOT WITHSTANDING THESE LIMITATIONS ON BIDDING, THE 
PROPOSER WHO IS AWARDED ANY PROJECT SHALL COMPLY WITH CHAPTER 87 OF THE GENERAL STATUTES OF NORTH CAROLINA FOR 
LICENSING REQUIREMENTS WITHIN 60 CALENDAR DAYS OF BID OPENING, REGARDLESS OF FUNDING SOURCES. 
 
___________ 
                              5% BID BOND OR BID DEPOSIT REQUIRED 
___________ 
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geosynthetic reinforcement taut so it is in tension and free of kinks, folds, wrinkles and 
creases. Install reinforcement with the direction shown in the plans developed by the Design-
Build Team and accepted submittals. For temporary wire walls with separate reinforcement 
and facing components, attach welded wire grid or metallic strip reinforcement to welded wire 
facing as shown in the accepted submittals. Do not splice or overlap reinforcement so seams 
are parallel to the wall face. Contact the Engineer when unanticipated existing or future 
obstructions such as foundations, pavements, pipes, inlets or utilities will interfere with 
reinforcement. 

Place shoring backfill in the reinforced zone in eight-inch to ten-inch thick lifts. Compact A-
2-4 soil and Class II, Type 1 and Class III select material in accordance with
Subarticle 235-3(C) of the Standard Specifications. Use only hand operated compaction
equipment to compact backfill within three feet of welded wire facing. At a distance greater
than three feet, compact shoring backfill with at least four passes of an eight-ton to ten-ton
vibratory roller in a direction parallel to the wall face. Smooth wheeled or rubber tired rollers
are also acceptable for compacting backfill. Do not use sheepsfoot, grid rollers or other types
of compaction equipment with feet. Do not displace or damage reinforcement when placing
and compacting shoring backfill. End dumping directly on geosynthetic reinforcement shall
not be permitted. Do not operate heavy equipment on reinforcement until it is covered with at
least eight inches of shoring backfill. Replace any damaged reinforcement to the satisfaction
of the Engineer.

Backfill for temporary walls outside the reinforced zone in accordance with Article 410-8 of 
the Standard Specifications. Bench temporary walls into the sides of excavations where 
applicable. For temporary geosynthetic walls with top of wall within five feet of finished 
grade, remove top facing and incorporate top reinforcement layer into fill when placing fill in 
front of wall. Temporary walls remain in place permanently unless otherwise required. 

FLAGGERS 
(12-17-24) (Rev. 12-23-25) 1150 DB11 R50 

Revise Section 1150 of the Standard Specification as follows: 

Page 11-13, Article 1150-1, DESCRIPTION, add the following after line 31:  

Alternatively, at the discretion of the Design-Build Team, the Design-Build Team may furnish, 
install, place in operation, repair, maintain, relocate, and remove remotely controlled Automated 
Flagging Assistance Devices (AFAD) or Temporary Portable Traffic Signal units (PTS units) to 
assist, supplement, or replace human flaggers for one-lane, two-way traffic maintenance during 
construction in accordance with this provision and the Standard Specifications.  

For the purpose of this provision, an "approach" refers to a single lane of traffic moving in one 
direction toward a point of control or work zone.  Flaggers, AFAD and PTS units are only used to 
control one lane of approaching traffic in a specific direction. 

Page 11-13, Article 1150-2, MATERIALS, add the following after line 34: 

126
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AFAD and PTS units shall only be used in situations where there is only one lane of approaching 
traffic in the direction to be controlled. At no time shall an AFAD unit controlling traffic through 
the work area be placed in an autonomous mode and / or left unattended. 

Signal timing and operation of PTS units shall be field verified and accepted by the Engineer before 
use. 

Do not use AFAD or PTS units in locations where queueing from the AFAD or PTS units will extend 
to within 150 feet of a signalized intersection or railroad crossing. Do not be use AFAD and PTS 
units as a substitute for or a replacement for a continuously operating temporary traffic control signal 
as described in Section 6F.84 of the MUTCD.   

If used at night, illuminate each AFAD or PTS units as described in Section 6D of the MUTCD. 

Provide a complete AFAD or PTS units that is capable of being relocated as traffic conditions 
demand.   

If AFADs or PTS units become inoperative, be prepared at all times to replace the unit with the same 
type and model of AFAD or PTS units, revert to human flagging operations or terminate all 
construction activities requiring the use of the AFAD or PTS units until the AFAD or PTS units 
become operative or qualified human flaggers are available. 

When the work requiring the AFAD or PTS units is not pursued for 30 minutes or longer, power off 
each AFAD or PTS units. Removed the AFAD or PTS units from the travel lane and relocated to a 
minimum of five feet from the edge line. AFAD gate arms shall be in the upright position. Remove 
all traffic control devices from the road, place two cones by each AFAD or PTS units and all signs 
associated with the lane closure operation shall be removed or laid down.  At the end of each workday, 
remove all AFADs or PTS units from the roadway and shoulder areas. 

Ensure the system’s wireless communication links continuously monitor and verify proper 
transmission and reception of data used to monitor and control each AFAD or PTS units.  Ensure 
ambient mobile or other radio transmissions or adverse weather conditions do not affect the system.  

In the event of a loss of communications, immediately display the flashing RED or STOP indication 
on all AFAD or PTS units. 

AFAD Specific Construction Methods 

The flagger/operator controlling the AFAD units shall be on the project site at all times.  If multiple 
AFAD units are used, one AFAD unit shall be the Main AFAD unit and all other units shall be remote 
AFAD units.  Ensure that each device meets the physical display and operational characteristics as 
specified in the MUTCD. 

Multiple AFAD units may be controlled with one flagger / operator when the AFAD units meet each 
of the following requirements:
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