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K. P. SEDAI 8/12/14

THRU

TOP OF PILE ELEVATIONS

NOTES

INVERT ALTERNATE STIRRUPS.

AFTER THE CORED SLAB UNITS ARE IN PLACE.

THE LATERAL GUIDES ARE NOT TO BE POURED UNTIL

TO CLEAR DOWELS.

STIRRUPS IN CAP MAY BE SHIFTED AS NECESSARY 

LATERAL GUIDE IF APPROVED BY THE ENGINEER.

THE CONTRACTOR HAS THE OPTION TO OMIT THE

X

WITH SECTION 1076 OF THE STANDARD SPECIFICATIONS.

A MINIMUM OF 25.0 FEET. GALVANIZE IN ACCORDANCE 

GALVANIZE THE TOP OF EACH INTERIOR BENT PILE

REZA KOUCHEKI 8/18/14

0.0787% SLOPE

OF CAP
TOP AND BOTTOM

W.P. #2

(50 DUROMETER)

PAD (TYPE I) (TYP.)
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#6 D1 DOWELS

BENT CAP.

PRICES BID FOR ITEMS ASSOCIATED WITH THE CAST-IN-PLACE

AND THE PAYMENT WILL BE MADE AT THE CONTRACT 

INCLUDED PLANS AT NO ADDITIONAL COST TO THE DEPARTMENT

CAST-IN-PLACE BENT CAP IN ACCORDANCE WITH THE 

THE CONTRACTOR MAY CHOOSE PRECAST BENT CAP OVER
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