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NOTES

STIRRUPS IN PRECAST PIECES MAY BE SHIFTED AS
NECESSARY TO CLEAR DOWELS AND GROUT PIPES.

C CAP, PILE BLOCKOUTS
AND 2”@ GROUT PIPES

o ALL PRESTRESSING STRANDS SHALL BE 7-WIRE LOW

) 3-0 . RELAXATION GRADE 270 STRANDS AND SHALL CONFORM
o o TO AASHTO M203 EXCEPT FOR SAMPLING REQUIREMENTS
- 1'-6 B I'-6 . ¢ PILE BLOCKOUTS WHICH SHALL BE IN ACCORDANCE WITH THE STANDARD
101/, "y "y 10" AND 2”@ GROUT PIPES [ SPECIFICATIONS.

ALL REINFORCING STEEL CAST WITH THE BENT CAP
4 “B" BARS _ _ SHALL BE GRADE 60 AND SHALL BE INCLUDED IN THE
" " " " " _ 1'-6” N B 1'-6" L 1'-6" 5 UNIT PRICE BID FOR PRECAST BENT CAPS.
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GROUT PIPE PIPE SHALL BE EMPLOYED TO PREVENT VOIDS FROM RISING
OR MOVING SIDEWAYS. AT LEAST SIX WEEKS PRIOR TO
CASTING BENT CAPS, THE CONTRACTOR SHALL SUBMIT

: B / \ \ TO THE ENGINEER FOR REVIEW AND COMMENT, DETAILED

%6 D1 DOWELS |

DRAWINGS OF THE PROPOSED HOLD-DOWN SYSTEM. IN
| ADDITION TO STRUCTURAL DETAILS, LOCATION AND
SPACING OF THE HOLD-DOWNS SHALL BE INDICATED.
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i PRESTRESSING STRANDS SHALL BE CUT FLUSH WITH THE
| ) ENDS OF THE BENT CAP SEGMENTS.

— 11k g iw | 'ﬁl APPLY EPOXY PROTECTIVE COATING TO THE ENDS OF
; e B —— THE BENT CAP SEGMENTS.
: | 4-%4 “B' BARS @ 5” T [ I

* CTS. OVER PILE THE TRANSFER OF LOAD FROM THE ANCHORAGES TO THE
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BLOCKOUTS BENT CAPS SHALL BE DONE WHEN THE CONCRETE HAS
REACHED A COMPRESSIVE STRENGTH OF NOT LESS THAN
" $ 3000 PSI.

THE CONTRACTOR SHALL SUBMIT TO THE ENGINEER FOR
| APPROVAL A METHOD TO LIFT AND SUPPORT THE PRECAST
CAP PIECES IN THE PROPER LOCATION AND ELEVATION
| p AS SHOWN ON THE PLANS PRIOR TO PLACEMENT AND
CURING OF THE GROUT IN THE PILE BLOCKOUTS. THE
L/ /o L/ L/ METHOD CHOSEN SHALL PROVIDE FOR A WATERTIGHT SEAL
e £L o ~— [ AT THE BOTTOM OF THE CAP UNTIL THE GROUT HAS
v S 1'-0" 1'-0" 1'-0" 1'-0" HARDENED SO NO GROUT COMES IN CONTACT WITH THE
K. .-ﬁ L ] - Lt B - -t . - STREAM.
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/w/ ELEVATION SECTION

- PRESTRESSED CONCRETE
PILE BLOCKOUT . BENT CAPS (FOR ONE BENT)

PILE BLOCKOUT DETAILS PIECE | LENGTH | NUMBER | TOTAL LENGTH

B-01 9'-5" 2 18-10"
C HP 14 x 73 (DIMENSIONS ARE TYPICAL EACH BLOCKOUT) — —
GALVANIZED B-02 15'-8 1 15'-8
STEEL PILE

SECTION A-A

(SHOWING 0.6”@ LOW RELAXATION STRAND LAYOUT) HP 14 X 73 GALVANIZED STEEL PILES
(12 STRANDS) #*5 S3 TOP & *5 S2 BOTTOM (FOR ONE BENT)

(SEE PRECAST PIECE SHEETS

FOR SPACING) No. 7 LIN.FT. 525
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2" @ GROUT

¥ PIPE (TYP.) STATION: 13+90.70 -L-

TOTAL 3 34.50’
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ASSEMBLED BY : K. P.SEDAI DATE :10/16/14 REVISIONS SHEET NO.
CHECKED BY : T.L.COGGINS DATE :10/16/14 NO|  BY: DATE: NO| BY: DATE: S-16

DRAWN BY : MAA  3/12 1 3 SNeeTs
CHECKED BY : SHS  6/12 2 4l

20
21-NOV-2014 14:34

zi\gfgL\Divisionl\l7BP.l.R.69\Finol Plans and SpecialProvisions\DigitSign\400.000.SD_.17BP.1.R.69_5S01.dgn S T D . N O . 1 4 7” H P B F) S B T B 3 O B 7 5 / 1 O 5 S B < 6 O /


https://trust.docusign.com

		2014-11-24T11:38:40-0800
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




