WBS # 17BP.1.R.67

CONTRACT #

DIVISION OF HIGHWATYS

STATE OF NORTH CAROLINA

SOIL STABILIZATION TIMEFRAMES

SITE DESCRIFPTION STABILIATION TIME IIMEFRAME EXCERPTTONS
PERIMETER DIKES, SWALES, DITCHES AND SLOPES 7 DAYS NONE
HIGH QUALITY WATER (HQW) ZONES 7 DAYS NONE
IF SLOPES ARE 10’ OR LESS IN LENGTH AND ARE
SLOPES STEEPER THAN 34 - DAYS NOT STEEPER THAN 2:l, 14 DAYS ARE ALLOWED.
S OPES 3: OR FL ATTER 4 DAYS 7 DAYS FOR SLOPES GREATER THAN 50’ IN
LENGTH.
ALL OTHER AREAS WITH SLOPES FLATTER THAN 4:l 14 DAYS NONE, EXCEPT FOR PERIMETERS AND HQW ZONES.

PROJECT: _ I7/BP.LR.6Y

HYDE COUNTY
STATION; _ 13+65.90 -L-

REPLACES BRIDGE NO. 470056

STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION
RALEIGH

EROSION CONTROL PLAN

BRIDGE #470056
ON US 264
OVER LONG SHOAL RIVER

36’-6" CLEAR ROADWAY - 120° SKEW
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WBS # 17BP.1.R.67

CONTRACT #

EXIST BRIDGE NO. 470056

26.2' CLEAR ROADWAY

SPANS: [4@8°-6"

CONC. DECK ON CONC. AND TIMBER
PILINGS

WOODEN WINGWALLS

CONC. HEADWALLS

UTILITIES TO BE PERFORMED BY OTHERS

BEGIN PAVEMENT

11+00

ERO

PILAN

SION CONTROL

SBG FROM -L- STA.I2+I0 LT TO
L= STA.I3+I2 LT

12+00

M. C. DAVIS TRUSTEE
DB 2l6 PG 135
MB R3 PG IE

SBG FROM -L- STA.14+42 LT TO
-L- STA. I5+87 LT

& O
UNITED ST S OF AMERICA
FISH AN FE SVC
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BM: TBM-| N
RAILROAD SPIKE IN NORTH EP —~
OF US 264

9.4' LT OF -L- STA.I5+8L.76
N 704537; E 2923897
ELEV. 3.09’

EXISTING R/W

/
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© EST.1TON CLASS B RIP RAP AS&L
- - EST.5 sy GEOTEXTILE FABRK;L@QA)%
. U - I ‘(/J "’J : ———— - %
- NATURE! ’€@N%EF%V7AV NC ¥ § /]
| DB 127 PG 714 — S
MB R3 PG 5 Y
NG
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SBG FROM -L- STA.I12+I0 RT TO

-L- STA. 12+92 RT

IN-WATER MORATORIUM FROM

EST. 1 TON CLASS B RIP RAP
EST. 5 SY GEOTEXTILE FABRIC

UNITED STATES OF AMERICA
SBG FROM -L- STA.I14+2IRT TO  FISH AND WILDLIFE SVC
-L- STA.14+70 RT NO DEED FOUND

DIVISION ENVIRONMENTAL OFFICER

SCALE: I" = 257

ALL WETLANDS AREAS DETERMINED BY CLAY WILLIS
AS WETLANDS A,B,C,D

265 INC.
TYP.

END PAVEMENT
—L- POT STA.17+30.00

FEBRUARY |5 THROUGH SEPTEMBER 30
METHOD I MODIFIED CLEARING
MATTING FOR EROSION CONTROL
ENVIRONMENTALLY SENSITIVE AREA cONST J o
SEE PROJECT SPECIAL PROVISIONS ROADSIDE ENVIRONMENTAIL UNIT SHEET NO. LINE STATION | STATION | SIDE ESTIMATE  (SY) PROJECT: I7TBP.I.R.67
4 DEPARTMENT OF TRANSPORTATION | - 10-33 | 13+12 | L7 214 " D
| L 15+70 | 17+30 LT 1 23 COUNTY
DIVISION OF HIGHWAYS | - 22 {1270 o e
RALEIGH, N.C. . - =
NOTES: ANY DEVIATION FROM OPTIONS GIVEN WILL | L 14-33 | 17-04 | Rr 522 STATION; _13+65.30 -L
REQUIRE PRIOR APPROVAL BY ENGINEER. 2012 STANDARD SPECIFICATIONS REPLACES BRIDGE NO. 470056
S0B O AL 295 STATE OF NORTH CAROLINA
ADDITIONAL EROSION CONTROL DEVICES MAY 7 - MISGELLANEPUS MATTING 10 D€ INSTALLED A5 DIRELTED BY THE ENGINEER 335 DEPARTMENT R%EElgHRANSPORTAﬂON
NEED TO BE INSTALLED AS DIRECTED BY THE THESE ;ﬁglgﬁEAggG gf{f;%ﬁgTSggN}{g}({)}I:HPI;;’NiH%OMPLY Std. Description | Symbol T 0; 25 :ggg
ENGINEER. NCG-010000 GENERAL CONSTRUCTION PERMIT EFFECTIVE AUGUST 3, 201l 1605.01  Temporary Silt Fence................. —ii i) —
ISSUED BY THE NORTH CAROLINA DEPARTMENT OF ENVIRONMENT AND 1606.01  Special Sediment Control Fence W EROSION CONTROL PLAN
NATURAL RESOURCES DIVISION OF WATER QUALITY.
MEME D. BUSCEMI 1607.01 Gravel Construction Entrance BRIDGE *470056
- THIS PROJECT HAS 1631.01 Matting Installation [reroel OVER L%ITI\IGUSSH%GAZ‘L RIVER
LEVEL Il NAME BEEN DESIGNED TO Place Matting for Erosion Control 163905  Rock Iulot Sedicmont Trav Tvoe C
SENSITIVE WATERSHED on Slopes Adjacent to Permitted //' @Cw fme cermen T:ap TPe
3276 EXP. 123117 STANDARDS. Wetlands as Work Allows. N7 A Coir Fiber Wattle Barrier ... o , 36'-6" CLEAR ROADWAY - 120° SKEW
N/ A Sile F C Fiber Wattle B k URS Corporation North Carolina .
LEVEL 1l CERTIFICATION NO. il¢ ence Loir Iaber Wattle Dreak .......... CFw- 1600 Perimeter Park Drive,Suite 400 REVISIONS e
NOTE: N/A  Wattle ) Morrisvilie, NC 27560 oy E— YV R R - -
PERIMETER EROSION CONTROL MEASURES SHALL BE - _ : : : . : :
DRAWN BY: DATE: INSTALLED DURING CLEARING AND GRUBBING PHASE. P S ey ey e 14e 1 1 SHERTS
CHECKED BY: DATE: 2 2 5




WBS # 17BP.1.R.67

CONTRACT #

15"-16"

TOE
OF FILL

WATTLE BARRIER DETAIL

FILL
MATERIAL

A FILL SLOPE

INSET A

NOTES:

USE MINIMUM 18 IN. NOMINAL DIAMETER EXCELSIOR WATTLE
AND LENGTH OF 10 FT.

EXCAVATE A 2 TO 3 INCH TRENCH FOR WATTLE TO BE PLACED.
DO NOT PLACE WATTLES ON TOE OF SLOPE.

USE 2 FT. WOODEN STAKES WITH A 2 IN. BY 2 IN. NOMINAL
CROSS SECTION.

INSTALL A MINIMUM OF 2 UPSLOPE STAKES AND 4 DOWNSLOPE
STAKES AT AN ANGLE TO WEDGE WATTLE TO GROUND.

PROVIDE STAPLES MADE OF 0.125 IN. DIAMETER STEEL WIRE
FORMED INTO A U SHAPE NOT LESS THAN 12" IN LENGTH.

INSTALL STAPLES APPROXIMATELY EVERY 1 LINEAR FOOT ON
BOTH SIDES OF WATTLE AND AT EACH END TO SECURE IT TO THE SOIL.

FOR BREAKS ALONG LARGE SLOPES, USE MAXIMUM SPACING OF 20 FT.

ISOMETRIC VIEW

2"-3" TRENCH

TOE OF FILL

UPSLOPE STAKE

2' WOODEN
STAKE
(KKK KKK AKX IARKAK KD
0300070205020 26%0%0%0 %% 20 %%
2" 18" WATTLE OCRIIRLILIRELHLIRK
4 FT. i 00000070 %0%0%0%6% 0%0%6%6%%%%%
(R AR R R ARERE LR ANy 2% ] X

18" WATTLE

VAN, \VAN

—2 FT.

TOP VIEW

PROJECT:__ I/BP.LR.GT
DOWNSLOPE STAKE HYDE COUNTY
STATION: ___13+65.90 -L-

REPLACES BRIDGE NO. 470056

STATE OF NORTH CAROLINA

SEE INSET A

FRONT VIEW

DEPARTMENT OF TRANSPORTATION
RALEIGH

EROSION CONTROL PLAN
BRIDGE #470056

ON US 264
OVER LONG SHOAL RIVER

36’-6" CLEAR ROADWAY - 120° SKEW

SHEET NO.

REVISIONS

NO.

BY:

DATE:

NO.

BY:

DATE:

EC-3

1

2

TOTAL
SHEETS

5




WBS # 17BP.1.R.67

CONTRACT #

SILT FENCE COIR FIBER WATTLE BREAK DETAIL

NOTES:

USE MINIMUM 12 IN. DIAMETER COIR FIBER (COCONUT FIBER) WATTLE AND
LENGTH OF 10 FT.

EXCAVATE A 1 TO 2 INCH TRENCH FOR WATTLE TO BE PLACED.
DO NOT PLACE WATTLE ON TOE OF SLOPE.
USE 2 FT. WOODEN STAKES WITH A 2 IN. BY 2 IN. NOMINAL CROSS SECTION.

INSTALL A MINIMUM OF 2 UPSLOPE STAKES AND 4 DOWNSLOPE STAKES AT AN
ANGLE TO WEDGE WATTLE TO GROUND.

PROVIDE STAPLES MADE OF 0.125 IN. DIAMETER STEEL WIRE FORMED INTO A
U SHAPE NOT LESS THAN 12" IN LENGTH.

INSTALL STAPLES APPROXIMATELY EVERY 1 LINEAR FOOT ON BOTH SIDES OF
WATTLE AND AT EACH END TO SECURE IT TO THE SOIL.

WATTLE INSTALLATION CAN BE ON OUTSIDE OF THE SILT FENCE AS DIRECTED.

INSTALL TEMPORARY SILT FENCE IN ACCORDANCE WITH SECTION 1605 OF THE
STANDARD SPECIFICATIONS.

INSET A
OF FILL\
ISOMETRIC VIEW ! ,f ‘
1"-2" TRENCH
FILL SLOPE 12" WATTLE
,/f——SILT FENCE POST
UPSLOPE STAKE
sosT o - 9 FT. -]
E;XV}?EODEN /SILT FENCE SEE INSET A
%———4Hf——>{ il
- HNEN=EHEHETEDE | PROJECT: _ITBP.LR.6T

‘ 10,-1 1”;‘* V< H-]’ = HYDE COUNTY

i g e g i i STATION: __13+65.90 -L-
) N2 FT. ) STAPLE DEPARTUENT Dr TRANSEORTATION

DOWNSLOPE STAKE RALEIGH

12" WATTLE EROSION CONTROL PLAN

BRIDGE #470056

SIDE VIEW ON US 264

OVER LONG SHOAL RIVER

VIEW FROM SLOPE

36’-6" CLEAR ROADWAY - 120° SKEW

SHEET NO.

ECH4

REVISIONS

NO. BY: DATE: NO. BY: DATE:

TOTAL
1 1 SHEETS

2 9 5




WBS # 17BP.1.R.67

CONTRACT #

PLANTING DETAILS

SEEDLING / LINER BAREROOT PLANTING DETAIL

HEALING IN

1. Locate a healing-in site in a shady, well
protected area.

2. Excavate a flat bottom trench
12 inches deep and provide drainage.
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3. Backfill the trench with 2 inches well
rotted sawdust. Place a 2 inch layer of
well rotted sawdust at a sloping angle
at one end of the trench. S T

4. Place a single layer of plants

against the sloping end so that %/j/ }} % )}/ )Z /

the root collar is at ground level. - .F/. _/_ /_,/ 7

5. Place a 2 inch layer of well rotted,
sawdust over the roots maintaining I }} [
a sloping angle.

AITLILL /1 Yo 8 D 3

6. Repeat layers of plants and sawdust
as necessary and water thoroughly.

DIBBLE PLANTING METHOD
USING THE KBC PLANTING BAR

m¥m¥m¥m¥m¥m¥

1. Insert planting bar
as shown and pull handle
toward planter.

2. Remove plantlng bar
and place seedling at
correct depth.

4. Pull handle of bar
toward planter, firming

v firming soil at top.
soil at bottom.

PLANTING NOTES:

PLANTING BAG
During planting, seedlings
shall be kept in a moist
canvas bag or similar
container to prevent the
root systems from drying.

KBC PLANTING BAR
Planting bar shall have a
blade with a triangular
cross section, and shall
be 12 inches long,

4 inches wide and
1 inch thick at center.

ROOT PRUNING
All seedlings shall be root
pruned, if necessary, so that
no roots extend more than
10 inches below the
root collar.

5. Push handle forward
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3. Insert planting bar
2 inches toward planter
from seedling.

6. Leave compaction
hole open. Water
thoroughly.

)

REFORESTATION

N.C.D.O.T.- ROADSIDE

DETAIL SHEET

ENVIRONMENTAL UNIT

REFORESTATION

L] TREE REFORESTATION SHALL BE PLANTED 6 FT.TO 10 FT.ON CENTER,

RANDOM SPACING, AVERAGING 8 FT. ON

680 PLANTS PER ACRE.

CENTER, APPROXIMATELY

REFORESTATION

MIXTURE, TYPE, SIZE, AND FURNISH

25%
25%
25%
25%

LIRIODENDRON TULIPIFERA
PLATANUS OCCIDENTALIS
FRAXINUS PENNSYLVANICA
BETULA NIGRA

SHALLL. CONFORM TO THE FOLLOWING:

TULIP POPLAR
SYCAMORE
GREEN ASH
RIVER BIRCH

12 in - 18 in BR
12 in - 18 in BR
12 in - 18 in BR
12 in - 18 in BR

PROJECT:__ I7TBP.LR.67
HYDE COUNTY
STATION: __ 13+65.90 -L-

REPLACES BRIDGE NO. 470056

STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION
RALEIGH

EROSION CONTROL PLAN
BRIDGE #470056

ON US 264
OVER LONG SHOAL RIVER

36'-6" CLEAR ROADWAY - 120° SKEW

SHEET NO.

RF-1]

REVISIONS

NO. BY: DATE: NO. BY: DATE:

TOTAL
1 1 SHEETS

2 2 5




	Hyde56_EC_Plans_02
	SF470056_EC_02

	Hyde56_EC_Plansjj
	SF470056_EC_01
	SF470056_EC_02
	SF470056_EC_03
	SF470056_EC_04
	SF470056_EC_05




