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0.04 SLOPE
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(LEVEL)

TOP OF WING

EL. 20.66
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BOTTOM OF CAP
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EL. 17.10

FOR WING DETAILS, SEE SHEET 3 OF 4.

FOR PILE SPLICE DETAILS, SEE SHEET 4 OF 4.

OF THE STANDARD SPECIFICATIONS.

PILE IN ACCORDANCE WITH SECTION 1076

GALVANIZE THE FULL LENGTH OF EACH

CAST IF SLIP FORMING IS USED.

VERTICAL CONCRETE BARRIER RAIL IS

THE WING SHALL BE POURED AFTER THE

THE CONCRETE IN THE SHADED AREA OF

NECESSARY TO CLEAR DOWELS.

STIRRUPS IN CAP MAY BE SHIFTED AS

{ HP 12 X 53 GALVANIZED STEEL PILES

ELEVATIONS
TOP OF PILE

1

2

3

4

5

SEE ``CORROSION PROTECTION FOR GALVANIZED STEEL PILES DETAIL'', SHEET 4 OF 4.

CONCRETE COLLARS FOR STEEL PILES NOT SHOWN IN PLAN AND ELEVATION VIEWS FOR CLARITY.

FOR SECTION A-A, SEE SHEET 4 OF 4.

WINGS NOT SHOWN FOR CLARITY.

 

 
 
      

 
 
 

 

P
R

O
FESSIO

N

A
L

E
NGINEE

R

SEAL

036548

N

O
R
TH CARO

LIN

A

Y
D

N

U
G

RUB .R 
L

EI

N
A

D

DocuSign Envelope ID: 980ECE15-E75D-4CEB-A9E0-2F70BBD1F7F1

11/8/2021


	1 17BP1R98_GD01_STR
	2 17BP1R98_GD02_STR
	3 lrfr_21cs_cssp
	4 17BP1R98_DS
	5 17BP1R98_DS
	6 17BP1R98_DS
	7 gra3_18
	8 endbents_cssp_2ft_6in
	9 endbents_cssp_2ft_6in
	10 endbents_cssp_2ft_6in
	11 endbents_cssp_2ft_6in
	12 rr1_18
	13 as_cssp APPSLAB
	14 sn_18

		2021-11-08T07:54:39-0800
	Digitally verifiable PDF exported from www.docusign.com




