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ROADWAY DESIGN
PAVEMENT SCHEDULE ENGINEER
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D2 AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1” DEPTH TO BE .'ffﬂgw 3
4' 4' PLACED IN LAYERS NOT LESS THAN 2.5" OR GREATER THAN 4" IN DEPTH. A11'°..DD1E@Q52-896
FDPS FDPS E1 PROP. APPROX. 4" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, AT
AN AVERAGE RATE OF 456 LBS. PER SQ. YD. IN EACH OF TWO LAYERS.
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| E2 AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH TO BE DOCUMENT NOT CONSIDERED FINAL
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GRADE TO WIDTH AND LOCATION GRADE TO § EXISTING PAVEMENT.
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VARIES (SEE PLANS) ROADWAY DESIGN UNIT
Vv INCIDENTAL MILLING BITUMINOUS PAVEMENT (1.25" MAX. DEPTH). PREPARED BY
SEE MILLING DETAIL.
TYPICAL SECTION NO 1 W VARIABLE DEPTH ASPHALT PAVEMENT (SEE STANDARD WEDGING DETAILS). 4021 STIRRUP (IJ\I%E2E7K70.D3RIVE
-L- STA. 12+30.00 TO STA. 31+70.00 NC ENG F-1253

NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.
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