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CA1 PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A, 5SS E AN
AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD. IN EACH OF TWO LAYERS. $ i 02';”;31 5
AN S
PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A, AT %%"& 1&“%§’
C2 AN AVERAGE RATE OF 110 LBS. PER SQ. YD. PER 1" DEPTH. TO BE PLACED Docum it :
IN LAYERS NOT LESS THAN 1.0" IN DEPTH OR GREATER THAN 1.5" IN DEPTH. [tévmq%9wwﬂwA¢

E1 PROP. APPROX. 5.5" ASPHALT CONCRETE BASE COURSE, TYPE B25.0B,
AT AN AVERAGE RATE OF 627 LBS. PER SQ. YD.

Prepared by

PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, AT AN
E2 AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH. TO BE PLACED
IN LAYERS NOT LESS THAN 3" IN DEPTH OR GREATER THAN 5.5" IN DEPTH.
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TYPICAL SECTION NO. 1

USE TYPICAL SECTION NO. 1 U EXISTING PAVEMENT.

-L- STA. 12+15.00 TO -L- STA.13+00.00
-L- STA.15+00.00 TO -L- STA.15+98.00

V TIE-IN MILLING.
(i-—L— W VARIABLE DEPTH ASPHALT PAVEMENT (SEE WEDGING DETAIL)
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GRADE TO THIS LINE
* 2.1 FROM —-L- STA.13+00.00 TO BEGIN BRIDGE RT
* 2.1 FROM END BRIDGE TO -L- STA.14+50.00 LT & RT
) USE TYPICAL SECTION NO. 2 ' MIN.
_L- STA.13+00.00 TO -L- STA.13+60.37 (BEGIN BRIDGE)
~L- STA. 14+15.63 (END BRIDGE) TO -L- STA.15+00.00 @ DETAIL SHOWING METHOD OF WEDGING
WORKLINE
(LONG CHORD)
- 30'-00" _
e | o
- 27'-10" (CLEAR ROADWAY) _
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oy BRG GRADE VERTICAL CONCRETE BARRIER RAIL S S A e i ey i P
. a @ ¢ BRG. POINT K B / (SEE STRUCTURE PLANS) AT ——
Y
/ = o) ; v e e BEGINVEND PAVEMENT | VARIABLE (OR AS DIRECTED BY THE ENGINEER) ~
©]e)(0]0)(0]0}(0I° USE TYPICAL ON STRUCTURE END MILLING

\ / _L- STA.13+60.37 (BEGIN BRIDGE
PROPOSED 21" CORED SLAB TO —_L- STA.14+15.63 (END BRIDGE)
(V) TIEZIN MILLING DETAIL

NOTE: END MILLING WHERE PROPOSED GRADE

TYPICAL SECTION ON STRUCTURE IS 3" ABOVE EXISTING PAVEMENT
(SEE STRUCTURE PLANYS)
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