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USE TYPICAL SECTION NO. 2 AS FOLLOWS:

**NOTE 1: USE INSET "A" FOR GUARDRAIL LOCATIONS
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-L- (SR 1361 JEFF WHITE RD.)

-L- STA. 11+00.00 TO 14+80.93 (BEGIN BRIDGE)

-L- STA. 15+71.07 (END BRIDGE) TO 18+00.00

SHEET NO.PROJECT REFERENCE NO.

ROADWAY DESIGN
ENGINEER ENGINEER

PAVEMENT DESIGN

6
/
2
/
9
9

2
/
7
/
2
0
18

R
:\

R
o
a
d

w
a
y
\

P
r
o
j
\

B
e
r
t
i
e
 
3
4
_

R
D

Y
_

T
Y

P
.d

g
n

e
w
i
l
l
i
a

m
s
o
n

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

2A-2

MIN.MIN.

C SURVEY L

E2
C3

E2

U

3" 3"

C2C2

PAVEMENT SCHEDULE

C1

C2

C3

E1

E2

R

T

U

W

1.5" SF9.5A

3" SF9.5A

SF9.5A

VARIABLE DEPTH

6" B25.0B

B25.0B

VARIABLE DEPTH

GUTTER

SHOULDER BERM

EXISTING PAVEMENT

EARTH MATERIAL

WEDGING

   ARE 1:1 UNLESS SHOWN OTHERWISE.

2) PAVEMENT EDGE SLOPES

   PAVEMENT SCHEDULE.

1) SEE SHEET 2A-1 FOR DETAILED

NOTES: 

on Roadway

Detail Showing Method of Wedging Detail Showing Method of Bridge Wedging

C1 C1SLAB BRIDGE

CONC. CORED
C3 C3

17BP.1.R.84

E
GI E

ES

L

O
I

SEAL

N
N ER

P
R

OF
SION

A

NO
RT

HCAR LNA

15759 E
D

W
O

RB .C NE
H

P
E

T
S

DocuSign Envelope ID: F74C9C02-6B0B-4FBD-AE5A-7AC3D9A8AB80

2/14/2018




