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| 3 MILLING AT PAVEMENT TIE-INS BPI-R009 ZA-]
| FINAL PAVEMENT SCHEDULE NOTES TO CONTRACTOR ROADWAY DESIGN PAVEMENT DESIGN
| ¢ survey T s SEen s eknes i casing povementn accordance S,

i PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, Locations shall include ties info existing concrete pavement, at bridge approaches SSiSs 5

: C1 | TYPE s9.5B, AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD. (9) (@ e coHage o Mot be resurfaced, and af the beginning and" ending. point £ e%g . AL/K?"-.. z

: IN EACH OF TWO LAYERS. @ @ Perform the work in accordance with Section 607 of the January 2012 North E . 037874 s

| Carolina Department of Transportation Standard Specifications for Roads and z 2% & < S 3

: PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, gggrc;?ige:: Resurfacing will be accomplished at the same time as the milling %?O/VG,NEF,\%":S*

| C2 TYPE S9.5B, AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD. 7 / NN\ YWy D, og\e

: PER 1" DEPTH TO BE PLACED IN LAYERS NOT TO EXCEED ~ | VAR. SEE PLANS | (‘%ﬁi'mfgw

: 1-1/2 IN DEPTH. ’/”’3" ?\\\\ | MILL EXISTING PAVEMENT | S 0DOC/811FBEOAF 1.

. - MIN. MIN. —~—— DOCUMENT NOT CONSIDERED FINAL
| E1 PROP. APPROX. 5-1/2" ASPHALT CONCRETE BASE COURSE, [ ("~ v UNLESS ALL SIGNATURES COMPLETED
| TYPE B25.0C, AT AN AVERAGE RATE OF 627 LBS. PER sa. YD. | | T | BEGINNING OR ENDING OF MAP, rrepsreaty

: "“~I EXISTING CONCRETE PAVEMENT OR ».4‘.'-,"

i PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, Detail Showing Method of Wedging | NON-RESURFACEABLE BRIDGE DECKS_ g\lhb
. Eo | TYPE B25.0C AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. 940 Main Campus Drve, Sue 500
| PER 1" DEPTH TO BE PLACED IN LAYERS NOT LESS THAN 3" ) N License No. C-3705
A IN DEPTH OR GREATER THAN 515" IN DEPTH. O SURFACE. COURSEL

i R |SHOULDER BERM GUTTER

i T EARTH MATERIAL (F— ( )

i - & -3 | < 10 »-—4: 10 -3 | - N

i i

| U |EXISTING PAVEMENT :

| i

| | ORIGINAL . GROUND

i \V |MILLING ASPHALT PAVEMENT 1.5" DEPTH GRADE |

| ORIGINAL GROUND 3 POINT\ ! AN

: . | .

| . 008 0025 i 0025, 008 )

| VARIABLE DEPTH ASPHALT PAVEMENT A N~ T T T T N 1

: U =Rl v TYPICAL SECTION NO. 1 AT ———Eg—: —?b——— -

: NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE. USE TYPICAL SECTION NO 1 AS FOLLOWS- @ 8.1/0" 8.1/9" @

| —L- Sta. 11+00.00 to Sta. 12+50.00 18

| —L- Sta. 15+50.00 to Sta.17+83.95 A - - 3

i GRADE TO THIS LINE

: 3._1 1" 3!_1 1!! 3| 8'

: 3 77 >-|_ 2 it —

| ORIGINAL GROUND |-<—>--< _ O ORIGINAL GROUND

[ L

| —

| I @)

| L 3_ ORIGINAL GROUND
i 0.025 | g _0.225: _008<

i Pt \\Y . I) I

i ORIGINAL GROUND & 84/2"& v

| DETAIL OF GUARDRAIL PLACEMENT

| USE IN CONJUNCTION WITH TYPICAL SECTIONS NO. 1 & 2

; q)_ -L- (SR 1510) GRADE TO THIS LINE

| i

| | TYPICAL SECTION NO. 1A

| i —L- (SR 1510) ORIGINAL GROUND

: 30 —L- STA.13+00.00 TO STA.13+67.50 LT |

: -( >- ] 1 1 ] ] ]

i 31" 10 : 10 |31 - 8 13| 10 10 R R :

| ORIGINAL GROUND
R GRADE

: ORIGINAL GROUND POINT

| 2 0.025_ _0.025 |

i _USE TYPICAL SECTION NO 1 AS FOLLOWS: 8-1/2"

; _L- Sta. 12+50.00 to Sta.13+78.38 (BEG. BRIDGE)

| : _L- Sta. 14+50.63 (END BRIDGE) to Sta.15+50.00

| 10 UNITS @ 3’ EACH GRADE TO THIS LINE

i G

| 3 TYPICAL SECTION NO 3 ORIGINAL GROUND ORIGINAL GROUND

i i —L- Sta. 13+78.38 to Sta.14+50.63

| O

| g

| o8 |
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