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stone pavers

up-1

ce-9

is-5

ca-3

stone pavers

decking material similar to boat dock

concrete low seat wall

rm-6

ec-1

is-5

ca-11

rm-3

ca-9

ec-1

is-5

decking similar to boat dock

front seating area (see Key)

decorative water stone

existing tree

rain garden seating area

eo-66 sqyds

EO-355 sqyds

dry creek bed infiltration area 

dry creek bed infiltration area 

bed line

roof line

cf

cc

cc

cr

ar

pt

pt

us-17 screen planting

Dismal Swamp Canal

ic-3

us-17 screen planting  (see key)

rain garden seating area (see Key)

keyfront seating area 

19L-7

ss-8

ss-9

ss-9

ss-15

ss-25

ss-11 ss-17

ss-16

P Power utility box

Picnic Table

Picnic Grill

new seat wall

new wood Bench cap

Monument

Light Fixture

Informational sign

Garbage/Recycling Bins

Garbage Dumpster

Flag Pole

existing Vegetation

Existing Bench

Entry Sign

Dry Creek Bed

Covered Picnic Structure

Bicycle Rack

Quadrant 1

Quadrant 3 Quadrant 4

Quadrant 2

Enhancement Plan

concrete wall w/ wood seat cap

concrete wall w/ wood seat cap

concrete wall w/ wood seat cap

concrete wall w/ wood seat cap

he-1

hc-23

hc-23

hc-16

he-16
he-10

             existing daylilies & Remulch

ha-37  Fill in bare areas bewtween 

             existing daylilies & Remulch

ha-57  Fill in bare areas bewtween 

to the front.

that were removed from the back of the sign 

& Remulch. When Possible, transplant daylilies 

ha-12  Fill in bare areas bewtween ex. daylilies 

           existing daylilies & Remulch

ha-9  Fill in bare areas bewtween 

new Roadway Light fixture, including pole and arm.

mc-1

3701.3.24

3701.3.24
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as specified by DOT specs

Install New ADA Sidewalk Ramp w/ truncated domes

as specified by DOT specs 

Install New ADA Sidewalk Ramp w/ truncated domes

as specified by DOT Specs. 

Install Truncated domes

as specified by DOT Specs. 

Install Truncated domes

as specified by DOT Specs.

Install Truncated domes

rm-1

mc-1

pv-3

mc-1

rm-1

mc-3

mc-12

ic-12

mc-6

and old stump were removed.

add top soil where plant material 

pv-7

ha-24

pv-7

Concrete edge

be installed 6" from 

new wooden fence to 

bollards (see L-18)

Class-b concrete for footings and 

6" concrete driveway is poured. Use 

spaced at 37" O.C.; to be installed before 

to be placed 2’ from edge of concrete 

13 - 8" Concrete Filled Steel Bollards

concrete .

positive drainage. Use 3,000 p.s.i. Class-b 

corner  of concrete pad to ensure 

a minimum of a 2% slope towards eastern 

new 6" concrete driveway; should have 

FINAL PLANS 2/10/2016

seat walls, footings, bollards, or sub-surface pads.

3) Use class-b concrete for all sidewalks, ADA Ramps, driveways, picnic table pads, 

decking, etc.) should maintain a minmimum of a 2% slope to ensure positive drainage.

2) All new Impervious surfaces (6" Concrete Driveway, 4" Sidewalks, Pavers, composite 

on all other areas disturbed by construction with a centipede grass mix.

occured unless otherwise specified by the plan. Seeding and Mulching will be applied 

 1) centipede grass will be installed where sidewalks are removed or grading has Note:


