
us-
17

and reseed.

Remove all wax myrtles and roots 

Remove all wax myrtles and roots. 

the island planter. Leave all Daylilies.

Remove all wax myrtles and roots within 

Remove Plant material and roots.

material and roots. 

Remove specified plant 

material and roots. 

Remove specified plant 

material and roots. 

Remove specified plant 

holes with soil.

and fill and compact remaining 

Move sign to left side of bed 

leave mail boxes as is.

Leave sign as is.

center

visitor 

restrooms

vending

Existing swale

(156 sqyds)

remove existing dumpster pad

(22 sqyds)

remove existing sidewalk 

roof line

Dismal Swamp Canal

up     ulmus parvifolia

ro     rosa sp.

qv     quercus virginiana

pT    Pinus taeda

po     platanus occidentalis

mc    myrica cerifera

li       lagerstroemia indica

jc     juniperus conferta ’blue pacific’

iv      ilex vomitoria

ih      ilex crenata ’helleri’

icr    ilex cornuta ’rotunda’

icn    ilex cornuta ’needlepoint’

ic      Ilex cornuta ’burfordii nana’

ha     hemerocallis ’aztec gold’

cy     cryptomeria sp.

cf     cornus florida

exst. plants

components key

demolition plan

19L-3

Sheet L-5

Sheet L-4

Sheet L-5

Sheet L-4

are not blocking any part of the sign.

Lower both spotlights so the fixtures 

as specified by plan.

Remove trees and roots 

as specified by plan.

Remove trees and roots 

and re-pour new pad.

existing concrete pad as well, 

appropriate area. Remove the 

an Move existing picnic table to 

Ex. Bicycle Rack

New location for 

(86 sqyd)

remove existing concrete Pads

Remove existing tree

Remove Existing sidewalk

Power utility box

Picnic Table

Picnic Grill

Monument

Light Fixture

Informational sign

Garbage/Recycling Bins

Garbage Dumpster

Flag Pole

existing Vegetation

Existing Bench

Entry Sign

Covered Picnic Structure

Bicycle Rack

(208 sqyds)

remove existing sidewalk 

3701.3.24

3701.3.24

location near parking at front of building.

-Move bicycle rack to a more appropriate 

  (See Roadside Engineer)

-remove info board and return to owner. 

and roots.

Remove Plant material 

June 30, 2015
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http://www.ncdot.org/doh/operations/dp chief eng/roadside/
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A/C

for new ramp 

remove designated segment of ex. Sidewalk 

remove designated segment of ex. Sidewalk Ramp

remove designated segment of ex. Sidewalk Ramp

remove designated segment of ex. Sidewalk Ramp

remove existing sidewalk 

remove existing sidewalk 

remove existing sidewalk 

remove existing sidewalk 

of the sidewalk, and trash cans to the left side as shown.

Move info board and historical markers to the right side 

applied on all other areas disturbed by construction with a centipede grass mix.

occured unless otherwise specified by the plan. Seeding and Mulching will be 

centipede grass will be installed where sidewalks are removed or grading has 

and discarded off-site by the contractor.

needed to achieve the proper depth. All excess aggragate should be removed 

aggregate base to serve as the base for the new concrete pad. Remove as 

When removing the existing dumpster pad, leave only enough of the existing 

appropriate space as directed by the roadside engineer.

that is being ripped out and/or re-designed, move them to a holding area or more 

If items such as benches, trash cans, recycling bins, etc. fall into an area 

cracked area on the right side of the doors.

covered walkway, extend 1’ on each side of the doors being sure to reach the 

For concrete removal directly in front of Restroom building doors under the 

 Note:

roots and existing tree stumps.

Remove specified plant material, 

.tree within 30’ of water

Do not remove any 

.tree within 30’ of water

Do not remove any 

and roots 

remove Plant material 

grind any stumps remaining.

engineer from area along canal and 

Remove trees as marked by Roadside 

grind any stumps remaining.

engineer from area along canal and 

Remove trees as marked by Roadside 


