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PROJECT REFERENCE NO. SHEET NO.

— CALYX B—-5604 2A—]
G _L_ (Us 17 BUS./CREEK DR) | =FoAR

6750 TRYON ROAD

PAVEMENT SCHEDULE s o S,

6/2/99

- 331 _ CALYXengineers.com QESS/O,I, 3
| e oo s S el Bros
1) 14'-5"_ 1V 1 1 457 L1 ﬁﬁ*’ m%gmf::
PROP. APPROX. 1 1/2" ASPHALT CONCRETE SURFACE COURSE TYPE S9.5B, | 2o (\/I’GINE@\ &
C1 AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD. . . 'o,,f/'s,\, <. %@Q
]_><_ : _><L " 3)‘26/2018
. VERT. — | —
PROP. APPROX. 2.5" ASPHALT CONCRETE SURFACE COURSE TYPE S9.5B, CONC — =
C2 AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD. IN EACH OF TWO LAYERS. BARRRIER 0.025 0.025
RAIL {%
PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE TYPE S9.5B, | .
C3 AT AN AVERAGE RATE OF 112 LBS. PER SQ. YD. PER 1" DEPTH. TO BE N ! GRADE CONC. USE BRIDGE SKETCH NO.1 AS FOLLOWS:
PLACED IN LAYERS NOT TO EXCEED 1.5" IN DEPTH. CONC. CORED POINT WEARING i
ZONC. COREI WEARING L- STA.13+57.18 (BEGIN BRIDGE) TO

15+27.18 (END BRIDGE)

= PROP. APPROX. 5.5" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, BRIDGE SKETCH NO..I

AT AN AVERAGE RATE OF 627 LBS. PER SQ. YD.

BRIDGE #19
PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TXPE B25.0C,
E2 | FlacE IN LAYERS NOT LESS THAN 3" IN DEFTH OR GREATER THAN Blo”
o oEPTH (G -L- (US 17 BUS./CREEK DR
R PROP. SHOULDER BERM GUTTER :
*3' 12 12 |*3 . 8
1" LANE' | 11" LANF'
T EARTH MATERIAL. LIl |: gl =LJ
55 Zi<.
ol @ @ z 0
= o A
U EXISTING PAVEMENT. EZ EZOG EXISTING
0 o8l  _0.025 o 025 0.08 GROUND
,:\ o — 4. . g
W VARIABLE DEPTH ASPHALT PAVEMENT (SEE WEDGING DETAIL) \I%“'\A\ GRADE é . .
POINT USE TYPICAL SECTION NO.1 AS FOLLOWS:
NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE. GRADE TO _L— STA.11+50.00 TO 13+00.00
THIS LINE _L- STA.13+00.00 TO 13+25.00 (LEFT SIDE ONLY)
TYPICAL SECTION NO. 2 _L- STA.18+10.00 TO 18+25.00 (RIGHT SIDE ONLY)
—L- STA.18+25.00 TO 20+00.00
* NOTES  1: SEE SHEET 2A-2 FOR INSETS & WEDGING DETAILS. CF_ _L- (US 17 BUS./CREEK DR.)
2: USE INSETS "A” & "B” FOR GUARDRAIL LOCATIONS 197 g
STA. 11+50.00 TO STA.13+57.18 (BEGIN BRIDGE). ~— 2 j -
3: USE INSET “C” FOR GUARDRAIL LOCATIONS Wi
STA. 15+27.18 (END BRIDGE) TO STA. 20+ 00.00 Z<0
Ol 3
X EXISTING
: 0.025 GROUND
EXISTING 10 — 5~ [ W
GROUND _ ypRe 1 G T R EE—
N > GRADE USE TYPICAL SECTION NO.2 AS FOLLOWS:

GRADE TO THIS LINE

TYPICAL SECTION NO. 3

_L- STA.13+00.00 TO 13+25.00 (RIGHT SIDE ONLY)
_L- STA.13+25.00 TO 13+57.18 (BEGIN BRIDGE)

-L- STA. 15+27.18 (END BRIDGE) TO 18+10.00
—-L- STA. 18 +10.00 TO 18+25.00 (LEFT SIDE ONLY)

[@Im]

ewilliams

3/19/2018
R:\Roadwa
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