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i DocuSign Envelope ID: 297288F0-1416-4DB2-9AD3-7F8A03E8E71F

% PROJECT REFERENCE NO. SHEET NO.
N I7BP.I.R.93 2A—]
~N
‘ ( -L- SR 1200 (BETHANY CHURCH RD) NIV Ay DeSn PV D
NV5 ENGINEERS & CONSULTANTS, INC. ENGINEER ENGINEER
3300 REGENCY PARKWAY, SUITE 100
PAVEMENT SCHEDULE G
3 3 7 NC License # F-1333
PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B, 1'-2" |_5'-3" 10’ 10’ 5'-3" 1'-2"
C1 AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD. IN EACH OF TWO LAYERS.
.I—”>--<— —>—-<.|—”
PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE TYPE S9.5B, e
C2 AT AN AVERAGE RATE OF 110 LBS. PER SQ. YD. PER 1" DEPTH. TO BE /26/
PLACED IN LAYERS NOT TO EXCEED 2" IN DEPTH. 2 BAR JE JL DOCUMENT NOT CONSIDERED FINAL
MRI;A'!'I{\L A 0.04 0.04 - UNLESS ALL SIGNATURES COMPLETED
PROP. APPROX. 515" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, 510)[0%0)[e]e)(e]0](e]e) O0l00IRO|OOI00O
E1 AT AN AVERAGE RATE OF 627 LBS. PER SQ. YD. 2.75"
\ GRADE ¢
CONC. CORED __/ FULL POINT WELRING USE BRIDGE SKETCH NO.1 AS FOLLOWS:
PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, SLAB BRIDGE SUPER SURFACE
E2 | FlACE TN LAYERS NOT LESS THAN 3~ IN DEPTH OR GREATER THAN 515" -L- STA. 16 +62.94 (BEGIN BRIDGE) TO
IN DEPTH. 17+53.06 (END BRIDGE)

J‘I PROP. 6" INCIDENTAL STONE BASE BRIDGE SKETCH NO'.I
BRIDGE #29

R PROP. SHOULDER BERM GUTTER
T EARTH MATERIAL.
¢
U EXISTING PAVEMENT. SURVEY
W VARIABLE DEPTH ASPHALT PAVEMENT (SEE WEDGING DETAIL)

NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.

Detail Showing Method of Wedging
on Roadway

Q-L- SR 1200 (BETHANY CHURCH RD)

*6' 10’ 10 *6' 8’
(8'-6" W/GR (8'-6" W/GR
AT 5'-6") AT 5'-6")

EXISTING
GROUND

USE TYPICAL SECTION NO.1 AS FOLLOWS:

-L- STA.12+75.11 TO -L- STA.15+00.00
-L- STA.18+75.00 TO -L- STA.20+10.00

GRADE TO THIS LINE *6’ PROP. SHOULDER UTILIZED TO BETTER MATCH EXIST. MIN. WIDTH

TYPICAL SECTION NO. 1

4\Pro j\B5416_RDY_TYP.dgn

Frica.Martin

3/16/202I
R:\Roadwa






