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DETAIL A

CUT DITCH
(Not to Scale)

Min.D= 1.2 Ft.

FROM STA.15+50 TO STA.16+50

CONTRACTOR SHALL INSTALL AN ONSITE CONCRETE WASHOUT
STRUCTURE PER THE NCDOT DETAIL AND SPECIAL PROVISIONS.
ACTUAL LOCATION OF THE STRUCTURE SHALL BE DETERMINED

IN THE FIELD. CONCRETE WASHOUT STRUCTURE SHALL BE
MAINTAINED BY THE CONTRACTOR. ALL CONCRETE TRUCKS SHALL
USE THE CONCRETE WASHOUT STRUCTURE. NO WASHOUT OF
CONCRETE TRUCKS SHALL BE ALLOWED EXCEPT IN THE CONCRETE

WASHOUT STRUCTURE.

NOTE:

ADD TEMPORARY ROCK SILT CHECKS TYPE - A AT

DRAINAGE OUTLETS.

NOTE:

PERIMETER EROSION CONTROL MEASURES SHALL BE
INSTALLED DURING CLEARING AND GRUBBING PHASE.

NOTE:

MATTING WITH NYLON MESH CANNOT BE USED
WITHIN 25 FT. OF THE TOP OF STREAM BANK.

FINAL EROSION CONTROL
FOR CONSTRUCTION SHEET 07






