
RETAIN

SEE DETAIL A
CUT 'V' DITCH

10 SY OF GEOTEXTILE
3 TONS CLASS B RIP RAP

CUT OFF/REMOVE PYLONS (TYP.)

5 SY OF GEOTEXTILE
1 TONS CLASS B RIP RAP

5 SY OF GEOTEXTILE
1 TONS CLASS B RIP RAP
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DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED
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DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

R/W SHEET NO.

ROADWAY DESIGN

ENGINEER

EC-07/CONST.05

     INSTALLED DURING CLEARING AND GRUBBING PHASE.

     PERIMETER EROSION CONTROL MEASURES SHALL BE

NOTE:

NOTE:

     DRAINAGE OUTLETS.

WASHOUT STRUCTURE.

CONCRETE TRUCKS SHALL BE ALLOWED EXCEPT IN THE CONCRETE

USE THE CONCRETE WASHOUT STRUCTURE. NO WASHOUT OF

MAINTAINED BY THE CONTRACTOR. ALL CONCRETE TRUCKS SHALL

IN THE FIELD. CONCRETE WASHOUT STRUCTURE SHALL BE

ACTUAL LOCATION OF THE STRUCTURE SHALL BE DETERMINED

STRUCTURE PER THE NCDOT DETAIL AND SPECIAL PROVISIONS.

CONTRACTOR SHALL INSTALL AN ONSITE CONCRETE WASHOUT

     ADD TEMPORARY ROCK SILT CHECKS TYPE - A AT

FOR CONSTRUCTION SHEET 07

FINAL EROSION CONTROL 

HYDRAULICS

ENGINEER

     WITHIN 25 FT. OF THE TOP OF STREAM BANK.

     MATTING WITH NYLON MESH CANNOT BE USED 

NOTE:

15

-L- STA. 13+38.75
BEGIN BRIDGE

-L- STA. 13+27.88
BEGIN APPROACH SLAB

-L- PC Sta.  15+05.55

-L- STA. 15+06.25
END BRIDGE

-L- STA. 15+17.12
END APPROACH SLAB

NC
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-L-

+15.00

PI Sta 15+57.73

D

L = 80.67'

T = 52.18'

R = 50.00'

-L- POT Sta.  16+86.67

-L- PT Sta.  15+86.22

-L- Sta.  16+50.00

-L-

SE = NC

END PROJECT

N
C

10
'

10
'

2
7
.8

3
'

R=35'

R=90'

R=15'

R=10'

15.5'

2
5
'

EX EX

NC

+86.22

8:1

8:1

-L- Sta.  16+05.00

BEGIN AGGREGATE BASE COURSE

END ASPHALT PAVING

+
8
1.7

5

3'-11"

3'-11"

BRIDGE SEAT=33.02'

BRIDGE SEAT=33.15'

8' WD WW

8' WD WW

BRIDGE SEAT=33.23'

BRIDGE SEAT=33.34'

8' WD WW

WD WW

8' 

WOODS

CULTIVATED

12
' 
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R
 

P
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W
O

O
D
S

36" RCP

GATE

MTL 

 GPS B5502-2

BM#1

MEHERRIN RIVER

MEHERRIN RIVER

GLOVER FARMS OF CAROLINA, LLC

DB 940 PG 217

MB 7  PG 49

GOODWOOD VIRGINIA, LLC

DB 886 PG 325

MB 14  PG 64 

GOODWOOD VIRGINIA, LLC

DB 886 PG 325

MB 14  PG 64 

STEPHENSON

JAMES ELLIOTT 

DB 735 PG 778

BL-4

F
C

W

FC W

D

SILT FENCE

TEMPORARY

FC W

40.00' RT

+00.00

45.00' RT

+75.00

52.00' RT

+35.00

29.90' RT

+01.27

35.00' RT

+00.82

30.00' LT

+50.00

30.00' LT

+86.22

30.00' LT

+05.55

30.00' LT

+77.34

R=
20'

50.00' LT

+41.77

32.93' RT

+66.08

30.00' RT

+65.48

2

3

1

1

45.00' RT

+67.71

30.00' LT

+54.43

20.00' LT

+75.00 20.00' RT

+75.00

50.00' LT

+28.00

45.00' RT

+48.50

35.13' RT

+08.65

30.00' LT

+90.00

49.39' LT

+42.17

Check Type B

Temporary Rock Silt

D

D

CHECK TYPE A

TEMPORARY ROCK SILT

D

TYPE C

SEDIMENT TRAP 

ROCK INLET 

D

Approximately 300 ft and Depth of 20 ft. 
Interior Bents During Installation. Length 
Shoreline and Around the Proposed
Note: Place Turbidity Curtain Along the 

WATTLE W/ PAM

COIR FIBER 

1
6

1
6

17

1
7

1
7

18

1
8

1
8

19

1
9

1
9

20

2
0

2
0

2
0

2
0

2
0

2
0

21

2
1

2
1

22

2
2

2
2

2
3

2
3

2
4

2
4

2
4

2
5

2
5

2
5

2
6

2
6

2
6

26

2
6

2
7

2
7

2
7

27

2
8

2
8

28

2
9

2
9

2
9

3
0

3
0

3
0

3
0

3
0

3
0

3
1

3
1

31

3
1

3
2

3
2

3
2

3
2

3
2

32

32

33

3
3

3
3

3
3

3
3

3
3

3
3

3
3

3
4

3
4

34

3
4

34

3
4

3
5

3
5

35

35

Fla
tte
r4:

1 o
r

D

( Not to Scale)

CUT DITCH

DETAIL A

Ground

Natural Slope

Ditch

Front

FROM STA. 15+50 TO STA. 16+50

3:1

Liner=GRASS
n=0.035
s=0.40%
d=1.13 FT
V5=1.79 FPS
Q5=0.80 CFS
Sta.=16+50 RT

CLASS II RIP RAP

CLASS II RIP RAP

501

502

503

504

TB 2GI

TB 2GI

INV=26.8

TOP=28.1

INV=32.1

TOP=34.8

INV=32.1

TOP=34.8

-L- STA. 13+13.75 TO 13+38.75 (RT)
-L- STA. 13+13.75 TO 13+38.75 (LT)

PROPOSED SHOULDER BERM GUTTER

w/ ELBOWS
15" CAAP

INV=28.3

TOP=29.6

w/ ELBOWS
15" CAAP

SBG

SBG

Min. D= 1.2 Ft.
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