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NOTES:

PAVEMENT  SCHEDULE

C1

L

C1 

AT AN AVERAGE RATE OF 138 LBS. PER SQ.YD.

TYPICAL SECTION #1

   FLARES ARE INCLUDED IN THE TABLE OF QUANTITIES

PROJECT REFERENCE NO. SHEET NO.

PROP. APPROX. 1.25" ASPHALT CONCRETE SURFACE COURSE TYPE SF9.5A,

C1 

20’

9’ 9’

C2

C2C2

  K

PROP. APPROX. 1.5" ASPHALT CONCRETE SURFACE COURSE TYPE SF9.5A,

AT AN AVERAGE RATE OF 165 LBS. PER SQ.YD.

J

3. SHOULDERS ARE TO BE CONSTRUCTED BY OTHERS

2. PAVEMENT EDGE SLOPES SHOULD MEET SHOULDER WEDGE SPECIAL PROVISION

1. EDGES, PAVEMENT WIDENING, INTERSECTIONS, AND BRIDGE 
2 OF 4

USE WITH MAP 1

DA00159

  J   J
  K

PROP. 10" FULL DEPTH RECLAMATION, USING A CEMENT RATE OF 57 LBS.

PER SQ. YD.K

FOR ALL WIDENING, REMOVE 10" DEPTH MATERIAL AND REPLACE WITH

ASPHALT MILLINGS, AGGREGATE BASE COURSE OR A COMBINATION OF THESE.

PROP. 10" FULL DEPTH RECLAMATION, USING A CEMENT RATE OF 57 LBS.

PER SQ. YD.
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