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PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE TYPE S9.5B, 1 : 1 10/12/2021
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PROP. APPROX. 515" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, RAIL . — |
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. GRADE ASPH USE BRIDGE SKETCH NO.1 AS FOLLOWS:
PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, CONC. CORED POINT WEARING
AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH. TO BE . _Fl _
T E2 ihAgEPm.LAYERS NOT LESS THAN 3" IN DEPTH OR GREATER THAN 515" SLAB BRIDGE SURFACE ];I:I-B%Té\o]{EL%sgomé%;EEc);’lN BRIDGE) TO
R PROP. SHOULDER BERM GUTTER BRIDGE SKETCH NO.]
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0.08 GROUND USE TYPICAL SECTION NO.1 AS FOLLOWS:

_EL- STA.13+85.00 TO -L- STA.17+25.00 (BEGIN BRIDGE)
_EL- STA.17+80.00 (END BRIDGE) TO -L- STA. 21+00.00

GRADE TO THIS LINE

POINT

TYPICAL SECTION NO. 1

G SURVEY

INSET "A” INSET “B”
SHOULDER BERM_ LOCATIONS:
: : : _EL- STA.17+88.00 TO 18+08.00 (LT,
Detail Showing Method of Wedging ~ _EL- STA.17+96.00 TO 18+16.00 (RT.)
on Roadway **NOTE 1: USE INSET “A” FOR GUARDRAIL LOCATIONS | w %, 7'-0" _| w70
WITHOUT SHOULDER BERM GUTTER %; VAR, Z2
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Detail Showing Method of Bridge Wedging
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