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% BM *10- RR SPIKE IN POWER POLE
N 928892 E 278976l PROPOSED
ELEV.= 13.70 STRUCTURE NOTES FOUNDATION NOTES
RIP RAP. \\\ \\ 8RIDGE 1D ASSUMED LIVE LOAD = HL-93 OR ALTERNATE LOADING. FOR PILES, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS.
?ﬁﬁ?s IT ~ %; STA. 17+52.50 -L- THIS BRIDGE HAS BEEN DESIGNED IN ACCORDANCE WITH THE AASHTO PILES AT END BENT NO.1 AND END BENT NO, 2 ARE DESIGNED FOR
« ——1 LRFD BRIDGE DESIGN SPECIFICATIONS. A FACTORED RESISTANCE OF 71 TONS PER PILE.
PROP. GUARDRATIL fr— THIS BRIDGE IS LOCATED IN SEISMIC ZONE 1. DRIVE PILES AT END BENT NO.1 AND END BENT NO.2 TO A REQUIRED
(ROADWAY PAY — \ \ DRIVING RESISTANCE OF 120 TONS PER PILE.
ITEM & DETAIL) N \ / FOR EROSION CONTROL MEASURES SEE EROSION CONTROL PLANS.
(TYP.) . \ [\/ TESTING THE FIRST PRODUCTION PILE WITH THE PDA DURING DRIVING,
\\ 16 AS FOR OTHER DESIGN DATA AND GENERAL NOTES, SEE SHEET SN. RESTRIKING OR REDRIVING MAY BE REQUIRED. THE ENGINEER WILL
SR 1300 AT \ DRIVE DETERMINE THE NEED FOR PDA TESTING. FOR PDA TESTING SEE
|| . INASMUCH AS THE PAINT SYSTEM ON THE EXISTING STRUCTURAL STEEL SECTION 450 OF THE STANDARD SPECIFICATIONS.
ek N Wi | | -—— CONTAINS LEAD, THE CONTRACTOR’S ATTENTION IS DIRECTED TO
“ ARTICLE 107-1 OF THE STANDARD SPECIFICATIONS. ANY COSTS RESULTING
| I FROM COMPLIANCE WITH APPLICABLE STATE OR FEDERAL REGULATIONS
| sl ] PERTAINING TO HANDLING OF MATERIALS CONTAINING LEAD BASED PAINT
- SHALL BE INCLUDED IN THE BID PRICE FOR ‘REMOVAL OF EXISTING AT
m——\\ STATION 17+52.50 -L-.
@ D — PO S5 R . us 17 g}
-L- | 75°-00"-00 s.000C THE MATERIAL SHOWN ON SHEET 1 OF 2 IN THE CROSS-HATCHED AREA SHALL BE
(SR 1144) | | (TYP.) EXCAVATED FOR A MAX.DISTANCE OF 34 FT.LT.AND 35 FT.RT. OF CENTERLINE ROADWAY
(FOREMAN-<. \ & AT END BENT 1 AND 30 FT.LT.AND 29 FT.RT.OF CENTERLINE ROADWAY AT END BENT 2
BUNDY RD.) ) \ EXISTING AS DIRECTED BY THE ENGINEER. THIS WORK WILL BE PAID FOR AT THE LUMP SUM PRICE
R \ \ STRUCTURE FOR UNCLASSIFIED STRUCTURE EXCAVATION. SEE SECTION 412 OF THE STANDARD
#00DS \éi*i \ \ \\\ \\\ SPECIFICATIONS.
- \ THE EXISTING STRUCTURE CONSISTING OF TWO 18-2“SPANS WITH A 24'-1“CLEAR
N\ UNCLASSTIFIED . ROADWAY WIDTH AND REINF. CONCRETE DECK ON STEEL JOISTS SUPPORTED ON
STRUCTURE %; a3 REINF. CONC. ABUTMENTS AND AN INTERIOR BENT OF TIMBER CAP ON TIMBER PILES
EXCAVATION FOR UTILITY INFORMATION, BE REMOVED. THE BRIDGE IS PRESENTLY NOT POSTED FOR LOAD LIMIT.
(TYP.) SEE UTILITY PLANS AND
SPECIAL PROVISIONS. THE SUBSTRUCTURE OF THE EXISTING BRIDGE INDICATED ON THE PLANS IS FROM
THE BEST INFORMATION AVATILABLE.SINCE THIS INFORMATION IS SHOWN FOR THE
CONVENIENCE OF THE CONTRACTOR, THE CONTRACTOR SHALL HAVE NO CLAIM
WHATSOEVER AGAINST THE DEPARTMENT OF TRANSPORTATION FOR ANY DELAYS
LOCATION SKETCH OR ADDITIONAL COST INCURRED BASED ON DIFFERENCES BETWEEN THE EXISTING
BRIDGE SUBSTRUCTURE SHOWN ON THE PLANS AND THE ACTUAL CONDITIONS AT
THE PROJECT SITE.
% BENCHMARK LOCATED OUTSIDE THE LIMITS OF THE -L- ALIGNMENT.
REMOVAL OF THE EXISTING BRIDGE SHALL BE PERFORMED IN A MANNER THAT PREVENTS
DEBRIS FROM FALLING INTO THE WATER. THE CONTRACTOR SHALL SUBMIT DEMOLITION
PLANS FOR REVIEW AND REMOVE THE BRIDGE IN ACCORDANCE WITH ARTICLE 402-2 OF
THE STANDARD SPECIFICATIONS.
IF EXISTING TIMBER PILES CANNOT BE REMOVED, THEY MAY BE CUT-OFF AT THE
MUDL INE.
THIS STRUCTURE HAS BEEN DESIGNED IN ACCORDANCE WITH HEC 18,“EVALUATING
SCOUR AT BRIDGES".
THE SCOUR CRITICAL ELEVATION FOR BENT NO.1 IS ELEVATION O FT.SCOUR
CRITICAL ELEVATIONS ARE USED TO MONITOR POSSIBLE SCOUR PROBLEMS
DURING THE LIFE OF THE STRUCTURE.
GALVANIZED STEEL PILES ARE REQUIRED IN ACCORDANCE WITH SECTION 1076
OF THE STANDARD SPECIFICATIONS.
FOR ASBESTOS ASSESSMENT FOR BRIDGE DEMOLITION AND RENOVATIONS
ACTIVITIES, SEE SPECIAL PROVISIONS.
FOR SUBMITTAL OF WORKING DRAWINGS, SEE SPECIAL PROVISIONS.
FOR FALSEWORK AND FORMWORK, SEE SPECIAL PROVISIONS. PLANS PREPARED BY
FOR CRANE SAFETY, SEE SPECIAL PROVISIONS.
FOR GROUT FOR STRUCTURES, SEE SPECIAL PROVISIONS.
NO DECK DRAINS REQUIRED NV5 ENGINEERS & CONSULTANTS, INC.
3300 REGENCY PARKWAY, SUITE 100
CARY, NC 27518
ASPHALT WEARING SURFACE IS INCLUDED IN ROADWAY QUANTITIES ON P:919.851.1912 www.NV5.com
R O A D W A Y P L A N S ° fNoCrrrlgEreI;SCi\fY';(-lEizieers & Consultants
TOTAL BILL OF MATERIAL PROJECT NO.___ 175F.1.R.33
PASQUOTANK COUNTY
PILE
REMOVAL OF DRIVING  mv e o ] -
@ EXISTING UNCLASSIFIED BRIDGE FQUIPMENT | HP 12 X 53 VERTICAL | RIP RAP | ceqrexTTLE 3°-0"X 1'-9 STATION: 17+52.50 -L
ASBESTOS PDA CLASS A REINFORCING PILE CONCRETE | CLASS II ELASTOMERIC| PRESTRESSED
STRUCTURE STRUCTURE APPROACH SETUP FOR | GALVANIZED D FOR
ASSESSMENT | TESTING CONCRETE STEEL REDRIVES | BARRIER (2°-0 BEARINGS CONCRETE
@ STA. EXCAVATION SLABS HP 12 X 53 |STEEL PILES BATL TRICK) DRAINAGE CORED <L ABS
17+52.50 -L- GALVANIZED SHEET 2 OF 2
STEEL PILES
LUMP SUM LUMP SUM EACH LUMP SUM CU. YARDS | LUMP SUM LBS. EACH NO.| LIN. FT. EACH LIN. FT. TONS SQ. YARDS | LUMP SUM | NO. | LIN.FT. STATE OF NORTH CAROLINA
DEPARTMENT OF TRANSPORTATION
SUPERSTRUCTURE LUMP SUM LUMP SUM 110.25 LUMP SUM | 11 | 605.00 RALEIGH
END BENT 1 LUMP SUM 14.8 2181 7 7 420 4 128 142 GENERAL DRAWING
END BENT 2 LUMP SUM 14.8 2181 7 7 455 4 103 114 BRIDGE ON SR 1144
TOTAL LUMP SUM LUMP SUM 1 LUMP SUM 29.6 LUMP SUM 4362 14 14 | 875 8 110.25 231 256 LUMP SUM | 11 | 605.00 OVER CANAL
o%ﬁﬁ& BETWEEN SR 1300 & US 17
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