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PROP. APPROX. 2.0" ASPHALT CONCRETE SURFACE COURSE, TYPE S 9.5B AN AN
Ny LITTTIN
C1 (PG 64-22), AT AN AVERAGE RATE OF 220 LBS. PER SQ. YD. — Docusigned by: ~— Docusigned by:
[Jﬁm?lwwwu Jolun P. Mamuns
——EF6ECAEFCD724EE. .. EF6ECAEFCD/7Z4EE .

DOCUMENT NOT CONSIDERED FINAL
UNLESS ALL SIGNATURES COMPLETED

£ PROP. APPROX. 5.0" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, PREPATED Th KCA NG FIRN LIGENSE o: o-1506
AT AN AVERAGE RATE OF 570 PER SQ. YD. ' Suite 120

Raleigh, NC 27609
& ASSOCIATES (919)882-7839

PROP. APPROX. 5.5" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C,

E2

- AT AN AVERAGE RATE OF 627 LBS PER SQ. YD.
R2 2'-6" CONCRETE CURB AND GUTTER.
T EARTH MATERIAL.
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CURB AND GUTTER PAVING DETAIL
TO BE USED WITH TYPICAL NO. 1
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= TYPICAL NO. 1
N L- (SR 1100) USE AGGREGATE BASE COURSE
c DESIGN SPEED: 40 MPH *NOTE: OVER #57 STONE PIPE BACKFILL
5 TO REQUIRED SUBGRADE ELEVATION.
= USE TYPICAL SECTION NO. T (SEE SHEET 2D-2)
0~ —L- STA.12+95.99 TO STA.13+13.41
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