
EXISTING PAVEMENT

TYPICAL SECTION NO. 1

RUMBLE STRIP

6" 

IF STANDARD RUMBLE STRIP IF SINUSOIDAL RUMBLE STRIP

MARKING

6" PAVEMENT

MARKING

6" PAVEMENT

CL

FROM EOP

2" OFFSET

FROM EOP

3" OFFSET

EXISTING PAVEMENT

RUMBLE STRIP

6" 

IF STANDARD RUMBLE STRIP IF SINUSOIDAL RUMBLE STRIP

MARKING

6" PAVEMENT

MARKING

6" PAVEMENT

CL

FROM EOP

2" OFFSET

FROM EOP

2" OFFSET

TYPICAL SECTION NO. 2

EXISTING PAVEMENT

IF STANDARD RUMBLE STRIP IF SINUSOIDAL RUMBLE STRIP

MARKING

6" PAVEMENT

MARKING

6" PAVEMENT

CL

FROM EOP

2" OFFSET

FROM EOP

2" OFFSET

TYPICAL SECTION NO. 3

STRIP

RUMBLE 

18" 

EXISTING PAVEMENT

IF STANDARD RUMBLE STRIP IF SINUSOIDAL RUMBLE STRIP

MARKING

6" PAVEMENT

MARKING

6" PAVEMENT

CL

FROM EOP

2" OFFSET

FROM EOP

2" OFFSET

TYPICAL SECTION NO. 4

STRIP

RUMBLE 

18" 

EXISTING PAVEMENT

IF STANDARD RUMBLE STRIP IF SINUSOIDAL RUMBLE STRIP

MARKING

6" PAVEMENT
MARKING

6" PAVEMENT

CL

TYPICAL SECTION NO. 5

STRIP

RUMBLE 

18" 

FROM EOP

*2" OFFSET

OCT 2023

REVISIONSSCALE:
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DESIGN BY:

NONE
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RUMBLE STRIP DETAIL
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EDGELINE

6"
EDGELINE

6"

20' < PAVEMENT WIDTH < 22'

6" EDGELINE

RUMBLE STRIP WITH

6"

6" EDGELINE

8"RUMBLE STRIP WITH

22' < PAVEMENT WIDTH < 23'

6" EDGELINE

RUMBLE STRIP WITH

6"

6" EDGELINE

12"RUMBLE STRIP WITH

23' < PAVEMENT WIDTH < 24'

6" EDGELINE

12" RUMBLE STRIP WITH 6" EDGELINE

14"RUMBLE STRIP WITH

24' < PAVEMENT WIDTH < 26'

6" OFFSET 6" OFFSET

6" EDGELINE6" EDGELINE

PAVEMENT WIDTH > 26'

FROM EOP

*2" OFFSET

**12"-16" RUMBLE STRIP **12"-14" RUMBLE STRIP

WIDTHS > 30' BASED ON A LANE WIDTH OF 12'

* INCREASE THIS DISTANCE FOR PAVEMENT

LANE WIDTH OF 10'-12'

** WIDTH OF RUMBLE STRIP IS BASED  ON A 
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TRAVEL LANE

MILLING DETAIL

SECTION A-A'

ASPHALT ROADWAY

7"

12" R

•
"

MILLED RUMBLE 

SECTION B-B'

•
"

6"

JUN 17'

TWB

A A'

CENTERLINE

<1"

6"

12" TYP.7"

TYP.

SEE MILLING DETAIL

•
"

18"

EDGE OF PAVEMENT

4"

SECTION C-C'

C'

C'

5"

TYP.

1) USING A VACUUM, REMOVE ALL DEBRIS FROM THE

MILLINGS JUST PRIOR TO PLACING ANY PAVEMENT

MARKINGS.

NOTE:

2) ENSURE GLASS BEADS ARE SPREAD UNIFORMLY OVER 

MATERIAL.

THE ENTIRE SURFACE OF THE PAVEMENT MARKING 

   AT INTERSECTIONS. 
3) SEE NCDOT STD 665.01 SHEET 2 OF 2 FOR TREATMENT

   STRIPS EVERY 80'
   THE CENTERLINE, SKIP A 18" SPACE IN THE RUMBLE
3) IF SNOWPLOWABLE MARKERS ARE TO BE INSTALLED IN

STRIP DETAIL

TWB

ON A 6" CENTERLINE/EDGELINE
6" MILLED RUMBLE STRIP

6"

1
8
"
 

T
Y

P
.

A
6"

12"

TYP. TYP.

5"

TYP.

7"

T
Y

P
.

6
"

SEE MILLING DETAIL

B

B'

A'

6" WHITE EDGELINE

6" YELLOW LINE

MARKING

6" LONG LIFE 

MARKING

6" LONG LIFE

MARKING

6" LONG LIFE 

MARKING

LONG LIFE 

RUMBLE STRIP

RUMBLE STRIP

6" WIDE

RUMBLE STRIP

6" WIDE



SECTION A-A

SECTION B-B

LANE TREATMENT

MILLING DETAIL

PLAN VIEW

PAVED SHOULDER

PLAN VIEW

APPROVED:

REVISIONSSCALE:

DWG. BY:

DESIGN BY:

NONE

SEAL

REVIEWED BY:

DATE:

DATE:
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SEE MILLING DETAIL

TRAVEL LANE

•"

1
2
"
 

R

7"

A A

7"

B

B

•
"

PAVEMENT

ASPHALT

PAVEMENT

ASPHALT

TYP.

7"

TYP.

12"

R
U

M
B

L
E

S
T

R
I

P

1
8
"

P
A

V
E

D
 

S
H

O
U

L
D

E
R

EDGE LINET
Y

P
.

O
F

F
S

E
T

6
"

ON PAVED SHOULDERS

MILLED RUMBLE STRIPS

18"

MILLED/SINUSOIDAL 

RUMBLE STRIP DETAIL

CONSTRUCTION JOINTS.

THE MILLING OPERATION SHALL MAINTAIN A MINIMUM CLEARANCE OF 3" FROM 1.

NOTES:

1
8
"

EDGE LINE

EDGE LINE
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