
GRADE
POINT

GRADE
POINT

Responsive People | Creative Solutions

NC License No. F-0112

Raleigh, North Carolina 27615-3960

8601 Six Forks Road, Forum 1,Suite 700

P: (919) 878-9560

SHEET NO.PROJECT REFERENCE NO.

ENGINEER

6
/
2
/
9
9

10
/
6
/
2
0
2
1

R
:\

R
o
a
d

w
a
y
\

P
r
o
j
\
0
2
0
2
4
4
_
r
d
y
_
t
y
p
.d

g
n

j
o
l
i
n
g
e
r

PAVEMENT DESIGN

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

ENGINEER

ROADWAY DESIGN

2A-117BP.11.R.124

www.rkk.com

Engineers | Construction Managers | Planners | Scientists    

U
MIN.MIN.

L

U

MILL TO THIS LINE

PAVEMENT TIE-IN
DETAIL SHOWING MILLED

C1

37'-6"

C -L- 

E2

C1 C2

E2

3" 3"

L

T U TW

C -L-, -Y-

-L- STA. 12+25.00 TO 12+86.00
-L- STA. 14+58.00 TO 15+40.00

TYPICAL SECTION NO. 1
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TYPICAL SECTION NO. 2

T EARTH MATERIAL
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GRADE TO THIS LINE

-L- STA. 12+86.00 TO 13+25.88(BEGIN BRIDGE)
 14+23.13(END BRIDGE) TO 14+58.00

WEDGING DETAIL FOR RESURFACING

L

1'-1"1'-1" 10'10' 2'-10"2'-0"

Barrier Rail
Concrete

42" Vertical C2

TYPICAL SECTION NO. 3
13+25.88(BEGIN BRIDGE) TO 14+23.13(END BRIDGE) 
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GRADE TO THIS LINE

8"

ON TOP OF SUBGRADE
DETAIL SHOWING SHOULDER BERM GUTTER (SBG)

R1C1

2:1

-L- STA. 12+98.00 TO -L- STA. 13+13.59 RT. (END APPROACH SLAB)

-L- STA. 14+34.84 (BEGIN APPROACH SLAB) TO -L- STA. 14+81.50 RT. 
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9 BB UNITS @ 3'-0" EACH = 27'
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EXISTING PAVEMENT

C1

C2

E1

E2

R1 SHOULDER BERM GUTTER

FINAL PAVEMENT SCHEDULE

NOTE:  PAVEMENT EDGE SLOPES ARE 1:1 UNLESS OTHERWISE SHOWN.

10'

27'

YD. IN EACH OF TWO LAYERS.
TYPE S9.5B, AT AN AVERAGE RATE OF 137.5 LBS. PER SQ. 
PROP. APPROX. 2.5" ASPHALT CONCRETE SURFACE COURSE,

EXCEED 1.5" IN DEPTH.
YD. PER 1" DEPTH.  TO BE PLACED IN LAYERS NOT TO
TYPE S9.5B, AT AN AVERAGE RATE OF 110 LBS. PER SQ.
PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE,

YD.
TYPE B25.0C, AT AN AVERAGE RATE OF 627 LBS. PER SQ. 
PROP. APPROX. 5.5" ASPHALT CONCRETE BASE COURSE,

3" IN DEPTH OR GREATER THAN 5.5" IN DEPTH.
PER 1" DEPTH.  TO BE PLACED IN LAYERS NOT LESS THAN
B25.0C, AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. 
PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE

-Y- STA. 11+25.00 TO 12+15.89

2'-4"SEE PLANS
VARIABLE
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