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OVERVIEW

 

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

APPROVED:  

DATE:  

852114

CORP. LICENSE NO.: C-0275
PH (704) 476-0003
SHELBY, NC 28150
201 W. MARION ST. STE. 200
TGS ENGINEERS

Pipe #852114
Surry County

WITH SIGN R11-2

TYPE III BARRICADE

WITH SIGN R11-2

TYPE III BARRICADE

US 601 TO TRAFFIC IN FINAL PATTERN.

REMOVE BARRICADES, SIGNS, AND ALL OTHER TRAFFIC CONTROL DEVICES AND OPENSTEP 5:

STEP 4:  PLACE PAVEMENT MARKINGS AS DIRECTED BY THE ENGINEER.

-L- STA. 13+00.00 UP TO AND INCLUDING THE FINAL LAYER OF SURFACE COURSE.

CONSTRUCT THE ROADWAY ON US 601 FROM -L- STA. 10+65.00 TO

CONSTRUCT THE NEW PIPE ARCH ON BEAR CREEK.

REMOVE THE EXISTING PIPE ON BEAR CREEK.STEP 3:

PLACE TRAFFIC ON DETOUR.

1101.03 (SHEET 1 0F 9) AND TMP-2 AND TMP-3.

TO TRAFFIC AS SHOWN IN ROADWAY STANDARD DRAWING

INSTALL TYPE III BARRICADES AND SIGNS, AND CLOSE US 601STEP 2:

         NCDOT ROADWAY STD. DRAWING 1101.01 (SHEET 3 OF 3) AND AS SHOWN ON SHEET TMP-3.

INSTALL ALL ADVANCE WARNING SIGNS AND DETOUR ROUTE SIGNS USING STEP 1:

P
RO
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P13 P13P1 P1

FINAL PAVEMENT MARKING SCHEDULE

P13       YELLOW DOUBLE CENTER

P1       WHITE EDGELINE

PAINT (4")

PAVEMENT MARKINGS

SYMBOL       DESCRIPTION

GENERAL NOTES

 

      

       D)  REMOVE/REPLACE ANY CONFLICTING/DAMAGED PAVEMENT MARKINGS AND MARKERS.

       C)  TIE PROPOSED PAVEMENT MARKING LINES TO EXISTING PAVEMENT MARKING LINES.

       

           TIME OF THE FIRST.

           SURFACE. PLACE THE SECOND APPLICATION OF PAINT UPON SUFFICIENT DRYING

       B)  PLACE TWO APPLICATIONS OF PAINT PAVEMENT MARKINGS ON THE FINAL WEARING

             US 601                           PAINT      NONE

            ROAD NAME                        MARKING    MARKER            

       A)  INSTALL PAVEMENT MARKINGS ON THE FINAL SURFACE AS FOLLOWS:

       

            OR DIRECTED BY THE ENGINEER.

            THE CONSTRUCTION PROJECT, EXCEPT WHEN OTHERWISE NOTED IN THE PLAN,

            THE FOLLOWING GENERAL NOTES APPLY AT ALL TIMES FOR THE DURATION OF

-L-
TO NC 268US 601
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TO NC 67

-L- STA. 13+00.00
END PROJECT 852114

-L- STA. 10+65.00
BEGIN PROJECT 852114
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