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DIVISION 11 SURRY CO. MY. AIRY

A. J. SKUCE

NOT TO SCALE

STATION BUILDING

4250' TO W EIGH

I-77 NORTH BOUND

20' MAX.

8' MIN.

LOOP DETAIL LAYOUT

LOOP LAYOUT

SEE DETAIL FOR

NOTE 2 NOTE 3

NOTE 2 NOTE 3
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PIEZOELECTRIC QUARTZ SENSOR AND INDUCTIVE LOOP SAW SLOTS, INCLUDING TAIL AND LEAD-IN SECTIONS, MUST BE DRY CUT.

TO LOCATE THE EXISTING UNDERGROUND COMPONENTS. 

BEFORE BEGINNING ANY UNDERGROUND W ORK CONTACT THE DIVISION TRAFFIC ENGINEER (DANIEL ADAMS) AT (336) 903-9136

IN ADDITION, THERE IS AN EXISTING QUEUE DETECTION SYSTEM AND OVERHEAD LIGHTING CIRCUITS ON THE RAMP.

EXISTING FIBER OPTIC CABLE AND CONDUIT SYSTEM RUNS FROM THE W EIGH STATION BUILDING TO THE EXISTING "OPEN/CLOSED" SIGN.

NOTES: LOOPS
CLASSIFICATION LOCATION
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