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DIVISION 11    SURRY CO.   MT. AIRY

BYPASS LANE

STATIC SCALES LANE

STATION

W EIGH

AND CONDUIT ROUTING
COMMUNICATIONS CABLE

I-77 SB

UNLESS ALL SIGNATURES COMPLETED
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IN PLACE

LANE SORTER EQUIPMENT

ABANDON EXISTING

A. J. SKUCE

NOT TO SCALE
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SEE NOTE B

SEE NOTE C

  A MINIMUM DEPTH OF 30".

C. DO NOT OPEN CUT DRAIN. HAND DIG UNDER DRAIN TO CONNECT THE TRENCH ON EITHER SIDE. MAINTAIN DIRT UNDER THE DRAIN TO

  ONE 2 INCH CONDUIT AND SEPERATE JUNCTION BOXES.

B. THE FIBER OPTIC CABLE(S) SHALL BE ISOLATED FROM ALL OTHER CABLES USING

  TO LOCATE THE EXISTING UNDERGROUND COMPONENTS.

  BEFORE BEGINNING ANY UNDERGROUND W ORK CONTACT THE DIVISION TRAFFIC ENGINEER (DANIEL ADAMS) AT (336)  903-9136

  IN ADDITION, THERE IS AN EXISTING QUEUE DETECTION SYSTEM AND OVERHEAD LIGHTING CIRCUITS ON THE RAMP.

A. EXISTING FIBER OPTIC CABLE AND CONDUIT SYSTEM RUNS FROM THE W EIGH STATION BUILDING TO THE EXISTING "OPEN/CLOSED" SIGN.
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