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IN ADDITION, THERE IS AN EXISTING QUEUE DETECTION SYSTEM AND OVERHEAD LIGHTING CIRCUITS ON THE RAMP.
BEFORE BEGINNING ANY UNDERGROUND WORK CONTACT THE DIVISION TRAFFIC ENGINEER (DANIEL ADAMS) AT (336) 903-9136 T SEAL
TO LOCATE THE EXISTING UNDERGROUND COMPONENTS. NOTIFAIVCIATRIEOANDELROCA&TION, &3‘\“‘6;'.2}55;,,,,

B. INDUCTIVE LOOP SAW SLOTS, INCLUDING TAIL AND LEAD-IN SECTIONS, CAN BE WET CUT CHANGEABLE MESSAGE SIGNS 5:‘;@‘2’;.;;6‘"‘"5.575}};;{2
AT THIS LOCATION. i OSEAL 3 %

C. THE GUARDRAIL LOCATIONS SHOWN ON THE PLANS ARE CONCEPTUAL AND MAY BE ADJUSTED DURING CONSTRUCTION AS DIRECTED BY THE S R E L Lt LI f’z"’i
ENGINEER. CONSULT THE DIVISION AND THE ENGINEER TO COORDINATE GUARDRAIL INSTALLATION. 10 5. Cranita e Gamen G 21539 | PO B A J . SKUCE (Mﬁfu"? T :“:‘st\»“

D. MODIFY EXISTING OPEN/CLOSED SIGN ELECTRICAL SERVICE BY ADDING A DOUBLE POLE 50A BREAKER AND ROUTING NEW COPPER FEEDER B B L DE @WKS(M{) 22 1/9/2020
CONDUCTORS TO NEW EQUIPMENT CABINET DISCONNECT MOUNTED ON A 6" X 6" TREATED WOOD PEDESTAL. L ——————— A
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