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ROADWAY STANDARD DRAWINGS

THE FOLLOWING ROADWAY STANDARDS AS SHOWN IN "ROADWAY STANDARD DRAWINGS" -
PROJECT SERVICES UNIT - N.C. DEPARTMENT OF TRANSPORTATION - RALEIGH, N.C.,
DATED JANUARY 2018 ARE APPLICABLE TO THIS PROJECT AND BY REFERENCE HEREBY
ARE CONSIDERED A PART OF THESE PLANS:
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WORK ZONE ADVANCE WARNING SIGNS

TEMPORARY LANE CLOSURES

TEMPORARY ROAD CLOSURES

TEMPORARY SHOULDER CLOSURES

WORK ZONE VEHICLE ACCESSES

TRAFFIC CONTROL DESIGN TABLES

STATIONARY WORK ZONE SIGNS

PORTABLE WORK ZONE SIGNS

FLASHING ARROW BOARDS

DRUM

CONES

BARRICADES

FLAGGING DEVICES

TEMPORARY CRASH CUSHION

WORK VEHICLE LIGHTING SYSTEMS AND TMA DELINEATION
POSITIVE PROTECTION

SKINNY -DRUM

PAVEMENT MARKINGS - LINE TYPES AND OFFSETS
PAVEMENT MARKINGS - TWO-LANE AND MULTI-LANE ROADWAYS
PAVEMENT MARKINGS - INTERSECTIONS

PAVEMENT MARKINGS - TURN LANES

PAVEMENT MARKINGS - PEDESTRIAN CROSSWALKS
PAVEMENT MARKINGS - SYMBOLS AND WORD MESSAGES
PAVEMENT MARKINGS - LANE REDUCTIONS

RAISED PAVEMENT MARKERS - INSTALLATION SPACING
RAISED PAVEMENT MARKERS - PERMANENT AND TEMPORARY
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TRAFFIC CONTROL DEVICES

BARRICADE (TYPE III)

WATER-FILLED BARRIER

A CONE
() DRUM SKINNY DRUM © TUBULAR MARKER
%% TEMPORARY CRASH CUSHION
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CHANGEABLE MESSAGE SIGN

TEMPORARY SIGNING

K] PORTABLE SIGN

}— STATIONARY SIGN

t) STATIONARY OR PORTABLE SIGN

PAVEMENT MARKERS
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CRYSTAL/CRYSTAL
CRYSTAL/RED (20' SP)
YELLOW/YELLOW (40’ SP)

PAVEMENT MARKING SYMBOLS

fﬁq PAVEMENT MARKING SYMBOLS

TEMPORARY PAVEMENT MARKING (PAINT)

PA
PI
P2
P3

WHITE EDGELINE - 4"
YELLOW DOUBLE CENTER - 4"
WHITE STOPBAR - 24"
WHITE CROSSWALK LINE - 8"

TEMPORARY RAISED PAVEMENT MARKERS

ME € YELLOW & YELLOW (40' SP)
MF (I CRYSTAL & RED (20' SP)
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