DocuSign Envelope ID: 4832F6CB-7910-4F07-BB66-D8AD5CC9ODF82

For Slopes Excavated Greater Than 10 feet
Install Matting for Erosion Control on
Entire Slope as Work Allows.

Place Matting for Erosion Control

on Slope as Work Allows.
—L- Sta. 15+00 to 16 +17 RT
EST. 233 SY

60 x 20 x 3
1.5 inch Skimmer
with 1 inch
Orifice Diameter
4 ft. weir
ID 42 F

60 x 30 x 3
1.5 inch Skimmer
with 1.25 inch
Orifice Diameter

7 ft. weir
ID 41 F
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PROJECT REFERENCE NO. SHEET NO.
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Bridge #040273
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17 BP.JI.R.J45 EC-6/CONST 4
RW SHEET NO.
ROADWAY DESIGN HYDRAULICS
ENGINEER ENGINEER

TGS ENGINEERS
201 W. MARION ST-STE 200
SHELBY, NC 28150
PH (704) 476—0003
CORP. LICENSE NO.: C-0275

PLACE COIR FIBER MATTING ON
EXPOSED SOIL UNDER BRIDGE WHICH
WILL NOT BE PLATED WITH STONE.

IMPERVIOUS DIKE (TYP.)

BANK STABILIZATION
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DETAIL 1
SPECIAL LATERAL 'V’ DITCH

(Not to Scale)

STANDARD VAR. WIDTH
BASE DITCH
SEE DETAIL 5
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1210 TONS CLASS Il RIP RAP
DETAIL 2

S—1.0% Natural Fill rc\l;aiumdl o Natural
L=18’ Ground Slope roun 2] D 'l\ Ground
EST.15 CY DDE
D= 3.5 Ft. B
/ Min.D= 1.5 Ft B= 2.0 Fti. ‘
& FROM -L- STA.12+50 TO STA.14+50 LT FROM -L- STA.13+65 RT
FROM -YI- STA.10+50 TO STA.11+63 RT

FROM -Y1- STA.12+50 TO 13+50 RT

DETAIL 4
SPECIAL LATERAL 'V’ DITCH

( Not to Scale)

Natural
Ground

_/

Class ‘I’ Rip-Rap

Geotextile

Min. D= Ft.

Type of Liner= Max. d=Ft.

FROM -Y1- STA. 11+63 TO STA.12+50 RT

Natural
Ground

D= 1.5 Ft.to 0 Ff.

DETAIL 5

STANDARD VAR. WIDTH BASE DITCH
( Not to Scale)

27

B= 2.0 Ft.to 8.0 Ft.

Natural

b '1«"\ Ground

5

FROM

-Y1 TEMP- STA.12+36 LT

ADJUST IMPERVIOUS DIKE AS NECESSARY

PROPOSED DRAINAGE.

TO PREVENT BLOCKAGE OF EXISTING AND

NOTE:
UTILIZE SPECIAL STILLING BASIN(S) AS
STILLING BASIN WHERE APPLICABLE.
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