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BAGGED STONE SHALL REMAIN IN PLACE UNTIL THE ENGINEER DIRECTS THAT

ACCUMULATIONS AT BAGGED STONE WHEN SO DIRECTED BY THE ENGINEER.

BAGS SHALL BE REMOVED AND REPLACED WHENEVER THE ENGINEER DETER-

MINES THAT THEY HAVE DETERIORATED AND LOST THEIR EFFECTIVENESS.

NO SEPARATE PAYMENT WILL BE MADE FOR THIS WORK AND THE ENTIRE

COST OF THIS WORK SHALL BE INCLUDED IN THE UNIT CONTRACT PRICE

BID FOR THE SEVERAL PAY ITEMS.
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BAGGED STONE AND PIPE SHALL BE PLACED IMMEDIATELY AFTER COMPLETION
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SETUP FOR

PILE DRIVING EQUIPMENT

NO: 5

STD. NO. EB_30_90S4
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CHECKED BY :  AAC   12/11
REV.   4/17 MAA/THC

CHECKED BY : DATE :

MINIMUM OF 3- ONE CUBIC

FOOT BAGS OF #78M STONE.

BAGS SHALL BE OF POROUS

FOR DRAINAGE

GRADE TO DRAIN

TOE OF SLOPE

6" ( MIN.) PIPE
FABRIC,SECURELY TIED.

CORROSION PROTECTION FOR STEEL PILES DETAIL
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FOR END BENT 1

REINFORCING STEEL

CLASS A CONCRETE BREAKDOWN

SHEET 3 OF 3

END BENT 1 
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LIN. FT.= 130
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