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FINAL PAVEMENT SCHEDULE

PROP. APPROX. 1.5” ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B, AT AN AVERAGE

Cl RATE OF 168 Lbs PER SQUARE YARD.

C2 PROP. APPROX. 3” ASPHALT CONCRETE SURFACE COURSE, TYPE $9.5B, AT AN AVERAGE
RATE OF 168 Lbs PER SQUARE YARD IN EACH OF TWO LAYERS.
PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE $9.5B, AT AN

C3 | AVERAGE RATE OF 112 LBS. PER SQ. YD. PER 1”7 DEPTH TO BE PLACED IN LAYERS
NOT TO EXCEED 2.0” IN DEPTH.

E1l PROP. APPROX. 4” ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, AT AN AVERAGE
RATE OF 456 Lbs PER SQUARE YARD.
PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, AT AN

E? | AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1” DEPTH, TO BE PLACED IN LAYERS
NOT LESS THAN 3” OR GREATER THAN 5 1/2” IN DEPTH

J1 | PROP. 6” AGGREGATE BASE COURSE.

T |[EARTH MATERIAL

U [EXISTING PAVEMENT

W | VARIABLE DEPTH ASPHALT PAVEMENT (SEE STANDARD WEDGING DETAIL, SHEET 2A-1)

ALL PAVEMENT EDGE SLOPES ARE 1:1 UNLESS OTHERWISE NOTED.
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Detail Showing Method of Wedging

USE IN CONJUNCTION WITH TYPICAL SECTION NO. 1
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DOCUMENT NOT CONSIDERED FINAL
GRADE VAR. SLOPE

GRADE TO THIS LINE

TYPICAL SECTION NO. 1 USE TYPICAL SECTION NO. 1 FROM:

8[ 3/ 4[

-L- & Y- —-L- STA 13+80.00 TO -L- STA 15+40.00
—-L- STA 16+10.00 TO -L- STA 17+80.00
-Y- STA 11+00.00 TO -Y- STA 12+15.67

*PAVE FDPS (4') TO FACE OF GUARDRAIL
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TYPICAL SECTION NO. 2

25'/inch of Surface Lift

Mill Existing Pavement

Note: A temporary asphalt wedge will be required
immediately after milling to ensure smooth
travel if the final layer of surface course is not
placed on the same day as milling.

Incidental Milling Pavement Key-In Detail (Tie—In)

L~ USE TYPICAL SECTION NO. 2 FROM:
—L- STA 15+40.00 TO -L- STA 16+10.00
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GRADE TO THIS LINE

TYPICAL SECTION NO. 3 USE TYPICAL SECTION NO. 3 FROM:

-DRI- & -DR2- _DR1- STA 11+20.00 TO STA 12+31.45
_DR2- STA 10+50.00 TO STA 10+95.40

NOTES:

1. FDPS = FULL DEPTH PAVED SHOULDER.
2. USE —L- LINE PAVEMENT DESIGN THROUGH
DRIVEWAY RADIUS TURNOUT.
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