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PHASE I

STEP 1:

INSTALL ALL ADVANCED WORK ZONE WARNING ON -L- AND
ALL -Y- LINES IN ACCORDANCE WITH NCDOT RDY STD
DRAWING 1101.01,SHEET 3 OF 3.

PLACE THE ADJACENT CURB AND GUTTER WHERE APPLICABLE //

STEP 2:

WHILE MAINTAINING EXISTING TRAFFIC PATTERNS BUILD THE

FOLLOWING UP TO BUT NOT INCLUDING THE FINAL LAYER OF

SURFACE COURSE AS FOLLOWS (SEE TMP-2):

-Y- STA. 12+25.00 TO 17+32+/-

-DR- STA. 10+10.44 TO 11+02.14, ON THE LEFT SIDE PLACE THE
ADJACENT CURB AND GUTTER

TIE THE NEW PAVEMENT OF BOTH SHACKTOWN RD(-Y-) AND
THE NEW DOLLAR STORE ENTRANCE (-DR-) TO THE EXISTING
OLD US 421 (-L-) PAVEMENT AND OPEN BOTH TO TRAFFIC.

CLOSE EXISTING SHACKTOWN RD TO TRAFFIC AS SHOWN ON
PLANS (SEE TMP-2)

STEP 3:

USING TEMPORARY LANE CLOSURES PER NCDOT RDY STD
DRAWING 1101.02 SHEET 1 OF 14 AND FLAGGERS AS NEEDED,
AND MAINTAINING THE EXISTING TRAFFIC PATTERN ON OLD
US 421 (-L-) AND SPEER BRIDGE RD (-Y1-) WIDEN AND WEDGE
BOTH UP TO BUT NOT INCLUDING THE FINAL LAYER OF
SURFACE COURSE AS FOLLOWS (TMP-2):

-L- STA. 12+00.00 TO 27+30.00

-Y1- STA. 10+49+/- TO 14+00.00

WITH TRAFFIC ON THE NEW ALIGNMENT AND USING
TEMPORARY LANE CLOSURES PER NCDOT RDY STD DRAWING
1101.02 SHEET 1 OF 14 AND FLAGGERS AS NEEDED WIDEN
AND WEDGE UP TO BUT NOT INCLUDING THE FINAL LAYER OF
SURFACE COURSE AS FOLLOWS (SEE TMP-2):

-Y- STA. 12+25+00 TO 14+83+/-

-Y- STA. 17+432+/- TO 17+66+/-

REMOVE EXISTING SHACKTOWN RD AS SHOWN ON PLANS.
(SEE TMP-2)
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