
EXISTING TYPICAL SECTION

DECK TREATMENT
DETAIL OF SILANE 

CONCRETE DECK

TOP OF EXISTING 

FINISHED SURFACE

SILANE DECK TREATMENT 

EXISTING PROPOSED

1'-5"

"2
1

1

BARRIER RAIL (TYP.)

EXISTING CONCRETE 

PROPOSED TYPICAL SECTION

1'-5"

"2
1

1

(TYP.)

RAIL TREATMENT

SILANE BARRIERSILANE DECK TREATMENT

S1-03

6

LIMITS OF SHOTBLASTING & SILANE DECK TREATMENT

TYPICAL SECTION

 

NO. NO.BY: BY:DATE: DATE:

REVISIONS SHEET NO.

TOTAL
SHEETS

STATE OF NORTH CAROLINA

RALEIGH

COUNTY

PROJECT NO.

DEPARTMENT OF TRANSPORTATION

1
2

3

4
2/3/2022

amlee

S:\DPG3\Projects\I5907\401_015_I5907_SMU_TS_S1-03_1850354.dgn

BRIDGE NO.

SIGNATURES COMPLETED

FINAL UNLESS ALL

DOCUMENT NOT CONSIDEREDDRAWN BY :

CHECKED BY :

DATE :

DATE :

DATE :DESIGN ENGINEER OF RECORD:

SEAL

031021

N

ORTH CAROLINA

P
R

OF
ESSIONAL

E
NGINEER

E

EL .M REB
M

A

I-5907

SURRY

850354

A.M. LEE 12/2021

L. GOTTLIEB 07/2021

EXISTING SLOPE 1/4" /FT.

EXISTING SLOPE 1/4" /FT.

1'-5"

8"

6
"

BARRIER RAIL APPLICATION
LIMIT OF SILANE 

7"

1
'-

7
"

1
0

"
3
"

2
'-

8
"

02/03/2022


		2022-02-07T05:29:06-0800
	Digitally verifiable PDF exported from www.docusign.com




