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EXISTING PAVEMENT SUMMARY OF PAVEMENT REMOVAL
. IN SQUARE YARDS
NOTES: ITEM QUANTITY
ALL THE EXISTING PAVEMENT ON EACH SIDE OF EXISTING TRACK CENTERLINE WILL BE ASPHALT 230

REMOVED BY THE RAILROAD CONTRACTOR.

CONTRACTOR SHALL SEED AND MULCH THE DISTURBED AREA OUTSIDE THE RAILROAD
BALLAST LINE.

CONTRACTOR SHALL CONTACT NORTH CAROLINA 811 TO LOCATE ALL UNDERGROUND
UTILITIES IN THE WORK AREA.

THE RR CROSSING ADVANCE WARNING PAVEMENT MARKINGS ON DUKE STREET TO
THE SOUTH NEED TO BE REMOVED.

REEEEIT]  PAVEMENT REMOVAL

REVISE THE PAVEMENT MARKINGS AND MARKERS FOR US 321A, DUKE ST, CENTRAL
AVE, AND COMMERCE ST ACCORDING TO THE FINAL PAVEMENT MARKING PLANS.

REMOVE THE SIGNAL SYSTEM AT THE INTERSECTION.
R AN SIRAS TORUBIRARRE 5T CENTRALAVE D CLOSURE OF RAILROAD

PROVIDE SIGNING AND DEVICES REQUIRED TO CLOSE THE ROAD ACCORDING TO THE
ROADWAY STANDARD DRAWINGS AND TRAFFIC CONTROL PLANS. C ROSS I N G

ENSURE ALL NECESSARY SIGNING IS IN PLACE PRIOR TO ALTERING ANY TRAFFIC 2°| ' °|' 20°
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