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SHEET NUMBER                 SHEET   

 

1                       TITLE SHEET

 

1A                      INDEX OF SHEETS, GENERAL NOTES, AND STANDARD DRAWINGS

 

1B                      CONVENTIONAL SYMBOLS 

 

  

 

 

 

 

 

  

 

               

INDEX OF SHEETS

U-4700AA

PAVEMENT SCHEDULE AND TYPICAL SECTIONS2           

            ROADWAY SUMMARIES3

4 THRU 6                PLAN AND PROFILE SHEET

GENERAL NOTES

STANDARDS

TMP-1 THRU TMP-11       TRAFFIC MANAGEMENT PLANS

X-1 THRU X- 10          CROSS-SECTIONS

EC-1 THRU EC-4          EROSION CONTROL PLANS

              

 

 

 

 

  

 

 

 

 

 

  

 

               

STD. NO.                 TITLE

METHOD OF CLEARING - METHOD II200.01

GUIDE FOR GRADING SUBGRADE - INTERSTATE AND FREEWAY225.01

METHOD OF PIPE INSTALLATION300.01

GUARDRAIL PLACEMENT862.01

GUARDRAIL INSTALLATION862.02

DIVISION 2 - EARTHWORK

DIVISION 3 - PIPE CULVERTS

DIVISION 8 - INCIDENTALS

         WITH THE ENGINEER PRIOR TO ORDERING GUARDRAIL MATERIAL.

         CONSTRUCTION AS DIRECTED BY THE ENGINEER.  THE CONTRACTOR SHOULD CONSULT

         THE GUARDRAIL LOCATIONS SHOWN ON THE PLANS MAY BE ADJUSTED DURING 

GUARDRAIL:  

         SECTIONS.  

         SUPERELEVATION IS TO BE REVOLVED ABOUT THE GRADE POINTS SHOWN ON THE TYPICAL 

         STD. NO. 225.05 USING THE RATE OF SUPERELEVATION AND RUNOFF SHOWN ON THE PLANS.

         ALL CURVES ON THIS PROJECT SHALL BE SUPERELEVATED IN ACCORDANCE WITH

SUPERELEVATION:  

         PROPER TIE-IN.  

         PLACED.  GRADE LINES MAY BE ADJUSTED BY THE ENGINEER IN ORDER TO SECURE A 

         ALONG THE CENTER LINE OF SURVEY ON WHICH THE PROPOSED RESURFACING WILL BE 

         ARE SHOWN, THE PROFILES SHOWN DENOTE THE TOP ELEVATION OF THE EXISTING PAVEMENT 

         SURFACING AT GRADE POINTS SHOWN ON THE TYPICAL SECTIONS.  WHERE NO GRADE LINES 

         THE GRADE LINES SHOWN DENOTE THE FINISHED ELEVATION OF THE PROPOSED 

GRADING AND SURFGRADING AND SURFACING OR RESURFACING AND WIDENING:  

S-1 THRU S-32            STRUCTURE PLANS
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