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11/o"H x 2"W MO
STRIP SEAL RAT

DIFIED
L (TYP.)

JOINT INSTALLATION PROCEDURE:

1.

INSTALL THE STRIP SEAL EXPANSION JOINT AS RECOMMENDED
BY THE MANUFACTURER.

GENERAL NOTES

FOR STRIP SEAL EXPANSION JOINTS, SEE SPECIAL PROVISIONS.

STEEL RETAINER RAILS AND COVER PLATES SHALL CONFORM TO AASHTO

@'JOINT__\\\\ 3 2. A MANUFACTURER’S REPRESENTATIVE SHALL BE PRESENT DURING  M270 GRADE 36 OR GRADE 50 STEEL.ALL STUD ANCHORS SHALL CONFORM
TYP. INSTALLATION OF THE JOINT. TO AASHTO M169, GRADES 1010 THRU 1020 OR APPROVED EQUAL.
|/ | / u
/8" MIN., /4" MAX. (TYP.) | 3. PLACE STEEL RETAINER RAILS IN JOINT OPENING. PROPERLY STIFFENER PLATE FINS SHALL BE SHOP WELDED.
1547 LMC-VES A rT , ALIGN THE RAILS BOTH HORIZONTALLY AND VERTICALLY.
OVERL AY /2" STIFF PLATE TYP. /4" | Tvp DO NOT WELD SUPPORT SYSTEM TO THE METALLIZED SURFACES SURFACES COMING IN CONTACT WITH STRIP SEAL GLAND SHALL BE
<5> FIN @ 107CTS. ' a “ <5> OF THE STEEL RETAINER RATLS. GROUND SMOOTH PRIOR TO METALLTIZING.
T O N A N ‘ s I o B e e e 2 o 4. OVERLAY CONCRETE PLACEMENT OPERATTONS SHALL COMMENCE UPON COMPLETTON OF SHOP FABRICATION, THE STEEL RETATINER
Catderdererden e e e e e e = S S S R S o PER THE POURING SEQUENCE AFTER FINAL JOINT ALIGNMENT RAILS SHALL BE METALLIZED AS SHOWN IN THE “METALLIZING DETAIL".
B = — NN NERN N N\ N — = IS SET. SEE SPECIAL PROVISIONS FOR THERMAL SPRAYED COATINGS
| (METALLIZATION).
g 5. PROTECT THE STEEL RETAINER RAILS FROM BEING FOULED BY
- - EXISTING ¥“x 10" R CONCRETE SPILLOVER DURING THE DECK POUR. INSTALLED STEEL RETAINER RAILS SHALL FOLLOW THE ROADWAY SLOPE.
L R | 6. ONCE THE CONCRETE HAS HARDENED SUFFICIENTLY ON BOTH FIELD SPLICES OF THE RETAINER RAILS SHALL BE KEPT TO A MINIMUM.
AR ar,en e SIDES OF JOINT, STEEL RETAINER RAILS SHALL BE CLEANED CONTRACTOR SHALL FURNISH DETAILED PLANS SHOWING PROPOSED SPLICE
. *(—DECK— - - d N v THOROUGHLY AND SEAL CHANNELS SHALL BE INSPECTED TO LOCATIONS FOR APPROVAL.FINISHED WELDS SHALL BE REPAIRED IN
) AL '}_S_DECK' R ASCERTAIN THE ABSENCE OF CONCRETE AND DEBRIS. ACCORDANCE WITH THE SPECIAL PROVISION FOR THERMAL SPRAYED
s s é EYTSTING SPLTT Lt COATINGS (METALLIZATTION).
S ‘ 189519 (TYP ) b s 7. COAT THE STRIP SEAL LUGS WITH LUBRICANT-ADHESIVE AND
: INSTALL THE NEOPRENE STRIP SEAL GLAND AS RECOMMENDED NEOPRENE STRIP SEAL GLAND SHALL BE CONTINUOUS THROUGHOUT THE
= = = S BY THE STRIP SEAL EXPANSION JOINT MANUFACTURER. JOINT AND SHALL BE COMPATIBLE WITH THE STEEL RETAINER RAILS.
= = SS SS FIELD SPLICING THE GLAND IS NOT PERMITTED.
éig Eig W36x182 S éiﬁ éi% NO ALTERNATE JOINT DETAILS SHALL BE PERMITTED IN LIEU OF THOSE
_______ 1§i§;f__ ny __Tigiif______________ SHOWN ON THESE PLANS.
THE COVER PLATES SHALL BE GALVANIZED OR METALLIZED IN
/ /] ACCORDANCE WITH THE STANDARD SPECIFICATIONS.FOR THERMAL SPRAYED
COATINGS (METALLIZATION), SEE SPECIAL PROVISIONS.
(SECTION NORMAL TO JOINT)
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MOVEMENT AND SETTING AT JOINT St
A7 oY/ 5 Q6 %.'-. ”’: STANDARD
LOCATION SKEW TOTAL DIMENSION “A DIMENSION "B S 02%258 2
ANGLE MOVEMENT  |PERPENDICULAR |PERPENDICULAR |PERPENDICULAR |PERPENDICULAR |PERPENDICULAR | PERPENDICULAR E i §
(ALONG € RDWY) |JOINT OPENING |JOINT OPENING |JOINT OPENING [JOINT OPENING |JOINT OPENING |JOINT OPENING %, IS e STRIP SEAL EXPANSION
o o o o o o Y /A i
AT 45° F AT 60° F AT 90° F AT 45° F AT 60° F AT 90° F NS JOINT DETATILS
BENT 1 90° 1.93" 2.29" 2.00" 1.42" 4.29" 4.00" 3.42" —l
BENT 5 30° 2.57" 2.39" 2.00" 1.23" 4.39" 4.00" 3.23" Z@goﬁffﬁm/”/””
BENT 9 90° 1.93" 2.29" 2.00" 1.42" 4.29" 4.00" 3.42"
ASSEMBLED BY : T. HARTLEY DATE : 0972021 REVISIONS SHEET NO.
CHECKED BY : R. NELSON DATE : 09/2021 DOCUMENT NOT CONSIDEREDIM B DATE: NO.|  BY: DATE: S-16
DRAWN BY :  MAA  6/20 oo~ R FINAL UNLESS ALL 1 3 3eets
CHECKED BY : BNB  6/20 | | SIGNATURES COMPLETED [2 4 5-35

STD. NO. SSEJI




		2021-10-13T14:00:19-0700
	Digitally verifiable PDF exported from www.docusign.com




