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THE WIDTH OF THE UNCOMPRESSED FOAM JOINT MATERIAL SHALL BE 2".

THE SPECIFICATIONS.

DETERIORATED STEEL SHALL BE IN ACCORDANCE WITH SECTION 425 OF 

DEPARTMENT.  NEW REINFORCING STEEL NEEDED TO REPLACE 

REPAIRED TO THE ENGINEER'S SATISFACTION AT NO COST THE 

NEEDED. REINFORCING STEEL DAMAGED DURING DEMOLITION SHALL BE 

RETAIN ALL EXISTING REINFORCING STEEL. CLEAN AND REPAIR AS 

FOR FOAM JOINT SEALS, SEE SPECIAL PROVISIONS.

REASONABLY FLAT AND LEVEL.

JOINT SHALL RESULT IN THE BOTTOM OF THE EXCAVATION BEING 

HYDRO-DEMOLITION OR EXCAVATION OF CONCRETE AT THE EXISTING 

SHALL BE REMOVED.

REMOVED TO WITHIN 2" OF THE WATERSTOP, THE ENTIRE WATERSTOP 

DURING RENEWAL OF UNSOUND CONCRETE OR IF UNSOUND CONCRETE IS 

IF THE EMBEDDED PORTION OF THE EXISTING WATERSTOP IS EXPOSED 

PRIOR TO OBTAINING JOINT MATERIAL.

CONTRACTOR SHALL FIELD VERIFY THE EXISTING FORMED OPENING 
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