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APPROACH ROADWAY
ASPHALT SECTION

TOP OF EXISTING
ASPHALT OVERLAY

APPROACH ROADWAY
ASPHALT SECTION

TOP OF EXISTING
ASPHALT OVERLAY

MILL AND RE-SURFACE
APPROACH ROADWAY
TO MATCH FINAL
BRIDGE GRADE (SEE
ROADWAY PLANS)

154" LMC-VES

EXISTING JOINT

EXISTING JOINT
MATERIAL

NOTES:

CONTRACTOR SHALL FIELD VERIFY THE EXISTING FORMED OPENING
PRIOR TO OBTAINING JOINT MATERIAL.

BEVEL EDGES /4" BRIDGE
@ 45° (TYP) > OVERLAY IF THE EMBEDDED PORTION OF THE EXISTING WATERSTOP IS EXPOSED
- . DURING RENEWAL OF UNSOUND CONCRETE OR IF UNSOUND CONCRETE IS
LLLLLLLLL /4/94/34/34/9/ a— — REMOVED TO WITHIN 2“0F THE WATERSTOP, THE ENTIRE WATERSTOP
/// ‘\\¥ ‘\\; N SHALL BE REMOVED.
e, ““‘ggﬁcggTEX%Eg%NG T ““‘ggﬁcgETEX%Eg%NG HYDRO-DEMOLITION OR EXCAVATION OF CONCRETE AT THE EXISTING
l::;_—- _______ l::;_—- _______ CONCRELE DECK [ e T JOINT SHALL RESULT IN THE BOTTOM OF THE EXCAVATION BEING
H | |- = H | |- = - = REASONABLY FLAT AND LEVEL.
- | — | PREPARATION % |
< | < IS e | FOR FOAM JOINT SEALS, SEE SPECIAL PROVISIONS.
| | ) | <i>> RET
AIN ALL EXISTING REINFORCING STEEL. CLEAN AND REPAIR AS
EXISTING I EXISTING I EXISTING | NEEDED. REINFORCING STEEL DAMAGED DURING DEMOLITION SHALL BE
GROUND I GROUND I GROUND I REPAIRED TO THE ENGINEER’S SATISFACTION AT NO COST THE
| | | DEPARTMENT. NEW REINFORCING STEEL NEEDED TO REPLACE
DETERIORATED STEEL SHALL BE IN ACCORDANCE WITH SECTION 425 OF
CURTAIN WALL | /\\/ CURTAIN WALL | CURTAIN WALL | /\\/ THE SPECTFTCATIONS.
THE WIDTH OF THE UNCOMPRESSED FOAM JOINT MATERIAL SHALL BE 2~
EXISTING EXISTING ASPHALT PROPOSED
REMOVAL & MINIMUM LMC-VES OVERLAY
SURFACE PREPARATION
<=
LN | H
>
N < A
- gfI /1 —
Y
'K ! |
N Al” II§ 1T —_——
% 6”MIN. JOINT = N _\\ | —
DEMOLITION w
(TYP) FOAM JT. :1/2 SAWED
TOP OF EXISTING : )
EXISTING TOP OF , L1 OVERLAY OVERLAY EXISTING — RADIUS OF
CONCRETE DECK a4 gin (TYP.) BEVEL EDGES !/, (TYP.) CAWED SAW BLADE
@ 45° (TYP.) BOTTOM OF SEAL
ANONONUNON NN OIS N NN Y Y Y _ N Y Y
° ° ° _e ° ° I;IVI Ill - . Py Py A } A ;l :T ':}5/;’ ; . ] A
- — TOP OF EXISTING A E |z = — 0| Z CURB DETAIL
B J v v . . e = . J v v v v C =0 w0 . J v . » —
| N CONCRETE DECK = ] N ] = D= | I 1T s
e — — — f — - — r—— ] I ettt vyt — [ r—— o|e e — T
3 2|5
=
Ol
2 ° \ 2 2 ) ) 2 >:E E 2 2 ° 2
<t
o Z|=
g %,
R

MATERIAL

|

g

~——EXISTING € JOINT

EXISTING
DRAWN BY : T. HARTLEY DATE : _9/2021
CHECKED BY R. NELSON DATE : _9/2021

WATERSTOP TO BE CUT
FLUSH WITH JOINT
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PROPOSED JOINT
PRE-SAWED DIMENSIONS

MINIMUM EXISTING
JOINT DEMOLITION
% EXTEND BRIDGE JOINT DEMOLITION LIMITS AS REQUIRED

TO0 REMOVE DETERIORATED CONCRETE.USE CARE
TO NOT DAMAGE EXISTING REINFORCING STEEL. SEE NOTES.

SECTION C-C

(JOINT INSTALLATION SEQUENCE AT BENTS 2-4 & 6-8)
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PROPOSED FOAM JOINT
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