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45532.1.1 (U-5510)

CATAWBA

STA 27+70 -L- RT 42.83 FT TO

32+50 -L- RT 26.82 FT
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3
0
+
0
0

OF WALL
PROP. TOP

10’ BERM

GRADE
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2:1

1’

1’

-L- 27+70 TO 32+50, RT
WALL#1 DETAIL

-L- STA 31+75 TO 32+50, RT
-L- STA 27+70 TO 28+80, RT
ACTUAL FACE OF THE WALL AT THE FOLLOWING LOCATIONS:
THE WALL ENVELOPE DOES NOT ACCURATELY DEPICT THE

TES

12
’

12
’

80’ TAPER (LT & RT)

+
8
0
.3

7

12
’

12
’

PROP. 2’-6" C&G

PROP. 2’-6" C&G

PROP. 5’SIDEWALK 

PROP. RETAINING WALL #1

12
’

12
’

+
7
5

160’ TAPER LT & RT
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+
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OF WALL
PROP. TOP

10’ BERM

GRADE
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2:1

1’

1’

-L- 27+70 TO 32+50, RT
WALL#1 DETAIL

-L- STA 31+75 TO 32+50, RT
-L- STA 27+70 TO 28+80, RT
ACTUAL FACE OF THE WALL AT THE FOLLOWING LOCATIONS:
THE WALL ENVELOPE DOES NOT ACCURATELY DEPICT THE

WALL ENVELOPE - RETAINING WALL NO. 1

PLAN VIEW  - RETAINING WALL NO. 1

SOIL NAIL RETAINING WALL

RETAINING WALL NO. 1

TYPICAL RETAINING WALL SECTION

     

     

WALL NO.

RETAINING

     

ESTIMATED SOIL NAIL WALL QUANTITIES

(SQUARE FEET)

SOIL NAIL RETAINING WALLS

VERIFICATION TESTS

SOIL NAIL

PROOF TESTS

SOIL NAIL

  

  

  

  

  

  

  

1 4408  SF 102

W-1

NAD 83/ 
2011

NAD 83/ 
2011

0’50’

25’

50’ 100’

8/22/2016

8/18/2016
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NOTES:

SOIL NAIL WALL - TYPICAL SECTION

**SEE PLANS FOR FINISHED GRADE OR END BENT SLOPE DETAILS.

*SEE CONCRETE DITCH BEHIND WALL DETAILS.

SOIL NAIL RETAINING WALL

RETAINING WALL NO. 1

031361

P
RO

FESSIONA
L

ENGINEER

NO
RT

H CAROLINA

SEAL

G
NAY GNIP

I
HS

45532.1.1 (U-5510)

CATAWBA

FOR SOIL NAIL RETAINING WALLS, SEE SOIL NAIL RETAINING WALLS PROVISION.

BEFORE BEGINNING SOIL NAIL WALL DESIGN FOR RETAINING WALL NO. 1, SURVEY WALL LOCATION 

AND SUBMIT A REVISED WALL PROFILE VIEW (WALL ENVELOPE) FOR REVIEW.  DO NOT START WALL 

DESIGN OR CONSTRUCTION UNTIL THE REVISED WALL ENVELOPE IS ACCEPTED.

DESIGN RETAINING WALL NO. 1   FOR THE FOLLOWING:

1) H = DESIGN HEIGHT + EMBEDMENT

2) DESIGN LIFE = 100 YEARS

3) MINIMUM EMBEDMENT ELEVATION = 1 FT

4) IN-SITU ASSUMED MATERIAL PARAMETERS ABOVE ELEVATION 947 FT:

UNIT WEIGHT, g = 115 LB/CF

FRICTION ANGLE, f

5) IN-SITU ASSUMED MATERIAL PARAMETERS BELOW ELEVATION 947 FT:

UNIT WEIGHT, g = 120 LB/CF

FRICTION ANGLE, f = 30 DEGREES

COHESION, c = 0 LB/SF

SY

STA 27+70 -L- RT 42.83 FT TO

32+50 -L- RT 26.82 FT

FOR SOIL NAIL RETAINING WALLS, SEE SOIL NAIL RETAINING WALLS PROVISION.

FOR STEEL BEAM GUARDRAIL, SEE ROADWAY PLANS AND SECTION 862 OF THE STANDARD 

FOR SINGLE FACED PRECAST CONCRETE BARRIER, SEE ROADWAY PLANS AND SECTION 857 OF THE 

A FENCE IS REQUIRED ON TOP OF RETAINING WALL NO. 1.  SEE ROADWAY PLANS FOR FENCE OR 

EXISTING OR FUTURE OBSTRUCTIONS SUCH AS FOUNDATIONS, GUARDRAIL, FENCE OR HANDRAIL POSTS, 

PAVEMENTS, PIPES, INLETS OR UTILITIES MAY INTERFERE WITH SOIL NAILS FOR RETAINING WALL 

NO. 1.

HANDRAIL ATTACHMENT DETAILS.

FOR STEEL BEAM GUARDRAIL, SEE ROADWAY PLANS AND SECTION 862 OF THE STANDARD SPECIFICATIONS.
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NO. 57 STONE

4" MIN
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BOTTOM OF WALL

18" 
(TYP)
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(TYP)

8’ M
AX (

TYP)

6" MIN (TYP)

STEEL BAR (TYP)

EPOXY COATED OR ENCAPSULATED

SOIL NAIL (TYP)
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NAIL HEAD (TYP)

CENTRALIZER (TYP)

6" - 10"

DRILL HOLE DIA. (TYP)

WALL FACE

H

STANDARD DRAWING NO. 816.02

IN ACCORDANCE WITH ROADWAY

AGGREGATE SHOULDER DRAIN

12 DEGREES MIN

INCLINATION ANGLE (TYP)

@ 10’ MAX HORIZONTAL SPACING

GEOCOMPOSITE DRAIN STRIPS

GRADE ELEVATION

12" MIN WITH DITCH

6" MIN WITHOUT DITCH

EXTENSION

CONCRETE SLOPE PROTECTION*

CONCRETE DITCH AND IF APPLICABLE,

ON TOP OF WALL, IF APPLICABLE)

OR HANDRAIL(SEE NOTE FOR FENCE 

TOP OF WALL

6:1 (H:V) OR FLATTER

FINISHED GRADE**

TOP OF LEVELING PAD

BOND BREAKER WITH DITCH*

FINISHED GRADE

STEEL BEAM GUARDRAIL IS REQUIRED AT THE EDGE OF THE PARKING LOT 

A FENCE IS REQUIRED ON TOP OF THE SLOPE.  SEE ROADWAY PLANS FOR FENCE OR 

 = 28 DEGREES

COHESION, c = 0 LB/SF

W-28/22/2016

8/18/2016
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