
SHEET NO.PROJECT REFERENCE NO.

2
9
-

N
O

V
-
2
0
17
 
10
:2

8
S
:\

D
i
s
t
3
\

G
r
a
h
a

m
\

D
N
0
0
6
1
5
 

N
C
1
2
9
 

W
a
l
l
 
F
a
i
l
 

N
e
a
r
 

T
o
p
t
o
n
\

N
e

w
 
f
o
l
d
e
r
\

N
C
1
2
9
 

W
a
l
l
 
F
a
i
l
 

N
e
a
r
 

T
o
p
t
o
n
 

W
O

R
K
I
N

G
\
d
g
n
\

T
Y

P
I
C

A
L

S
\
1
2
9
 
5

T
H
 

T
R

Y
_

R
d
y
_
t
y
p
.d

g
n

j
e
c
h
a
s
t
a
i
n
 
 
 

A
T
 

D
I
V
1
4
-
2
7
7
1
2
9

EXISTING PAVEMENT

EARTH MATERIAL

U

T

AT AN AVERAGE RATE OF 112 LBS. PER SQ. YD. PER 1" DEPTH. TO
BE PLACED IN LAYERS NOT TO EXCEED 1•" IN DEPTH.

PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B

USE TYPICAL SECTION NO. 1

POINT
GRADE 

.08

GRADE TO THIS LINE

U U

TYPICAL SECTION NO. 1

E1
W

CL

PAVEMENT SCHEDULE

T
8.0"

C1

NOTE: ALL PAVEMENT SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.

THAN 5•" IN DEPTH.

BE PLACED IN LAYERS NOT LESS THAN 3" IN DEPTH OR GREATER

AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH.  TO

PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0B,

W

2

C1

DEPTH.  TO BE PLACED IN LAYERS NOT TO EXCEED 3" IN DEPTH. 
I19 AT AN AVERAGE RATE OF 114 LBS. PER SQ. FT. PER 3" 
PROP. VAR. DEPTH ASPHALT CONCRETE WEDGING COURSE.  TYPE  

E1

W
E1

C1

.08

POINT
GRADE 

GRADE TO THIS LINE

U U W

CL

C1

W
E1

C1

.08 .02

W
W

-L-

VARIES 0 TO -06

SHLDR.

PAVED

2'

12' 12'2'

SHLDR.

PAVED

VARIES -015 TO +06

SHLDR.

DIRT 

1:1

12'

1'-2' 1'-2' 

EXIST.

EXIST.

1:1

-L-

SHLDR.

PAVED

12'2'

SHLDR.

PAVED

1:1

12'

1'-2'

EXIST.

5' 8"

GUTTER

BERM 

SHLDR. 

17' 8" VAR.

WEDGING

ASPHALT 

WALL

RETAINING 

PROP. 

VARIES -01 TO -06 VARIES -015 TO -06

TYPICAL SECTION NO. 2

SHLDR.

DIRT 

-L- STA. 12+50.00 TO STA. 13+25.00

-L- STA. 13+25.00 TO STA. 15+77.00

-L- STA. 15+77.00 TO STA. 17+50.00

USE TYPICAL SECTION NO. 2

WBS: 41665.10B
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