"O°'N ‘H9I3vH
SAVMHOIH 40 NOISIAIQ
40 31V1S

NOILV1HOdSNVHL 40 "1d3d
VYNITOHVO HLHON

9, 3dAl dVH1l LN3INIA3IS LITINI XI0H
HO4 ONIMvHA QHVANYLS HSITON3

SHEET 3 OF 7

1632.03

14" WIRE MESH
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MULTI-DIRECTIONAL FLOW
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///—SEE NOTE FOR POST DESCRIPTION

NOTE
USE NO. 5 OR NO. 57 STONE
FOR SEDIMENT CONTROL STONE. (rerree oy 0@ _
USE 24 GAUGE MINIMUM WIRE TETETENENETE: t[— ———————— =

MESH HARDWARE CLOTH WITH SEDIMENT
1/4 INCH MESH OPENINGS. CONTROL STONE '
PLACE TOP OF WIRE MESH 1'-6" |
A MINIMUM OF ONE FOOT BELOW -
THE SHOULDER OR ANY
DIVERSION POINT.
INSTALL WIRE MESH UNDER
SEDIMENT CONTROL STONE.
USE 5' STEEL POST, INSTALLED
1.5 DEEP MINIMUM, AND
OF THE SELF-FASTENER
ANGLE STEEL TYPE.
SPACE POST A MAXIMUM
OF 4'.
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FILTERED
WATER

SECTION Y-Y

SINGLE-DIRECTIONAL FLOW

STATE OF
NORTH CAROLINA
DEPT. OF TRANSPORTATION

DIVISION OF HIGHWAYS
RALEIGH, N.C.

ENGLISH STANDARD DRAWING FOR
ROCK INLET SEDIMENT TRAP TYPE 'C’
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