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NOTES

FERRULES SHALL BE MADE FROM STEEL MEETING THE REQUIREMENTS

OF AASHTO MI169, GRADE 12L14 AND SHALL HAVE A MINIMUM LENGT
OF THREADS OF 2/,

ANCHOR BOLTS, NUTS, AND WASHERS SHALL BE 17& AND MEET THE
REQUIREMENTS OF ASTM A325. BOLTS, NUTS, AND WASHERS SHALL
BE GALVANIZED.

PAYMENT FOR GUARDRAIL, POSTS, ADHESTIVELY ANCHORED ANCHOR
BOLTS AND POST BASE PLATES IS INCLUDED IN ROADWAY PAY
ITEMS.

THE GUARDRAIL POSTS SHALL NOT BE ATTACHED UNTIL
THE MOMENT SLAB HAS ATTAINED AN AGE OF THREE
CURING DAYS OR A MINIMUM COMPRESSIVE STRENGTH OF
2000 PSTI. IN ADDTION, NO FILL MATERIAL, ASPHALT,

H

BAR TYPE

ALL BAR DIMENSIONS ARE OUT TO OUT.

BILL OF MATERIAL
FOR ONE MOMENT SLAB

/
R N OR CONSTRUCTION EQUIPMENT IS ALLOWED ON THE MOMENT (¢ REQ'D.)
45°-00"-00 45°-00"-00 . SLAB PRIOR TO SATISFYING THE MINIMUM CONCRETE BAR | NO. | STZE 1TYPE] LENGTH | WEIGHT
<\i - CURING AND STRENGTH REQUIREMENTS. T w1 TR S T
[@N
o N ALL REINFORCING STEEL IN THE MOMENT SLAB SHALL BE
S lA R0 L EPOXY COATED. Gl | 33 | *5 [STR| 6'-7" 227
THE CONTRACT PRICE FOR “CLASS AA CONCRETE” AND “EPOXY G | 35 | "4 | SIR| 67" 145
COATED REINFORCING STEEL” WILL BE FULL COMPENSATION
FOR SUBMITTALS, LABOR, TOOLS, EQUIPMENT, MOMENT SLAB <1 | ce | == | — 0 457
Y MATERIALS, EXCAVATING, BACKFILLING, HAULING AND REMOVING
EXCAVATED MATERIALS, AND SUPPLYING ANY INCIDENTALS
NECESSARY TO CONSTRUCT THE CONCRETE MOMENT SLAB. EPOXY COATED
REINFORCING STEEL 1338 LBS.
FOR GUARDRAIL ANCHORAGE DETAILS, SEE STANDARD DRAWING
862.03 SHEET 7 OF 7. @%@%iTAéLi%NCRETE 12.9 C.V.
PLACE CONCRETE SLAB ON 6”MINIMUM (3"MINIMUM ABOVE TOP
OF CULVERTS) OF COMPACTED CLASS II TYPE 1 SELECT MATERIAL.
FOR CLASS II TYPE 1 SELECT MATERIAL, SEE SPECIAL PROVISIONS.
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SECTTON B-R FOR BRIDGE OVER BRADLEY
ITYPLICAL SECTION THROUGH MOMENT SLAB RS&H CREEK ON SR 1107 BETWEEN
LOOKING UPSTATION, LEFT SIDE SHOWN. RIGHT SIDE SIMILAR. SR 1105 AND US 276
RS&H Architects-Engineers-Planners, Inc. REVISIONS SHEET NO.
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