
DIVISION OF HIGHWAYS
STATE OF NORTH CAROLINA

SHEET NO.PROJECT REFERENCE NO.

STANDARDS
LIST OF ROADWAYINDEX OF SHEETS GENERAL NOTES

GENERAL NOTES: 2012 SPECIFICATIONS
EFFECTIVE:  01-17-2012
 

1 CARE SHALL BE TAKEN TO PREVENT DAMAGE TO 
EXISTING UTILITIES DURING CONSTRUCTION.  ANY 
DAMAGE TO THESE UTILITIES SHALL BE REPAIRED 
AT THE CONTRACTOR'S EXPENSE.

THE CONTRACTOR SHALL MAINTAIN THE SITE IN A 
MANNER SO THAT WORKMEN AND PUBLIC SHALL BE 
PROTECTED FROM INJURY.

2012 ROADWAY STANDARD DRAWINGS

The following Roadway Standards as appear in "Roadway 

Standard Drawings" - Highway Design Branch - N.C. 

Department of Transportation - Raleigh, N.C., dated 

January 17, 2012 and the latest revision thereto are 

applicable to this project and by reference hereby are 

considered a part of these plans.

STD. NO. TITLE

1 TITLE SHEET

INDEX OF SHEETS, GENERAL 
NOTES AND LIST OF STANDARDS

2

300.01

CONVENTIONAL SYMBOLS
4

UTILITY OWNERS

-USIC LOCATING SERVICES INC.

-BLUE RIDGE MTN. EMC 

-FRONTIER COMMUNICATIONS

1-A

1-A

1-B
PLAN SHEETS

-TOWN OF HAYESVILLE

DIVISION 8 - INCIDENTALS

840.01
840.02
840.03

DIVISION 3 - PIPE CULVERS

METHOD OF PIPE INSTALLATION
310.10 DRIVEWAY PIPE CONSTRUCTION

BRICK CATCH BASIN - 12" THRU 54" PIPE
CONCRETE CATCH BASIN - 12" THRU 54" PIPE
FRAME, GRATES, AND HOOD- FRO USE ON  STANDARD CATCH BASIN

WBS#: 14.102211


	CLAY CIPP_Rdy_dsn_plan

