DocuSign Envelope ID: 3BAOEE41-3BFB-4A11-9BA9-C76F7C7B7EES

COMPUTED BY: CDL DATE: 3162020 PROJECT REFERENCE NO. SHEET NO.

CHECKED BY: CAN DATE: 3162020 R-5843 3G-1

Kimley»Horn

SUMMARY OF SUBSURFACE DRAINAGE

LINE Station Station LOLC-I%-? n DGGI;?BI;-/)éI:I)De* LF
-L1- 18+ 03 19 + 69 LT SD 180
-Y5- 12+ 35 12 +92 LT SD 60
CONTINGENCY SD 200
TOTAL LF 440
SAY 440
*UD = Underdrain
*BD = Blind Drain
*SD = Subsurface Drain

SUMMARY OF AGGREGATE SUBGRADE /STABILIZATION

Aggregate Aggregate Shallow SCIk? Sf,‘ alc\I/ Gfe ?fgxtiille Stabilizer ACIGrSS I\:
LINE Station Station Type* Thickness Undercut St Ub.lg.' fe St g'l' 01. Aggregate St gkgl?g?_ N
ASU(12) /AST INCHES cy abilization abilization TONS abilization
TONS SY TONS
-L1- 17 + 85 18+ 30 80 80 56
-L1- 18+ 30 19 +50 592
-L1- 19+50 20+75 35 35 156
-Y4- 10+10 10+ 40 35 35 38
-Y5- 12+ 35 12+ 67 158
CONTINGENCY 100 100 300
TOTAL CY/TONSSY 250 250** 1300** 0 0
SAY 250 250** 1300**

*ASU(12) = Aggregate Subgrade (Type 1 or 2)

*AST = Aggregate Stabilization

**Total tons of "Geotextile for Class IV Subgrade Stabilization” and total square yards of “Geotextile for Soil Stabilization”
are only the estimated quantities for ASU(12) /AST and may only represent a portion of the geotextile quantity shown in
the ltem Sheets of the Proposal.
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THE FOLLOWING QUANTITIES ARE PER THE
"GEOTECHNICAL REPORT - RECOMMENDATIONS”

LETTER (DATED JUNE 2018)

ESTIMATED SHALLOW UNDERCUT =

250 CY

ESTIMATED CLASS IV SUBGRADE STABILIZATION =

ESTIMATED UNDERCUT EXCAVATION

ESTIMATED SELECT GRANULAR MATERIAL =

= 1,200 CY

950 CY

250 TONS
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