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DOCUMENT NOT CONSIDERED FINAL
UNLESS ALL SIGNATURES COMPLETED

Kimley»Horn

PAVEMENT SCHEDULE

(FINAL PAVEMENT DESIGN)

Al BRICK PAVER (SEE DETAIL,SHEET 2B-I)
C/ 15" S9.5C
C2 3" S95¢C
C3 VAR. DEPTH S9.5C
DI 4 119.0C
D2 VAR. DEPTH 119.0C
E/ 3 B25.0C
E2 4 B25.0C
ES3 VAR. DEPTH B25.0C
R/ 2/-6"CONCRETE CURB & GUTTER
R2 SPECIAL 2'~6° CONCRETE CURB & GUTTER (SPILL CURB)(SEE SHEET 2C-I)
R3 I'-6"CONCRETE CURB & GUTTER
R4 6'X 18" CONCRETE CURB
R5 5" MONOLITHIC CONCRETE ISLAND (KEYED-IN)
S 4" CONCRETE  SIDEWALK
S/ 4" CONCRETE
T EARTH MATERIAL
U EXISTING PAVEMENT
W WEDGING DETAIL FOR RESURF ACING
V MILLING EXISTING PAVEMENT (VAR)
NOTES:

I.FOR —Y2— STA 11+2r.90 TO 12+62.50 MAINTAIN CENTERLINE
ELEVATION,VAR.DEPTH MILLING TO ESTABLISH 002 CROSS SLOPE.
2.FOR —Y2— STA 13+2200 TO 15+48.00 MAINTAIN CENTERLINE
ELEVATION,VAR.DEPTH MILLING TO ESTABLISH 002 CROSS SLOPE.
3. SAWCUTS OF EXISTING PAVEMENT TO BE I (MINIMUM).

4.SEE PLAN VIEW FOR SPECIFIC LOCATIONS OF PROPOSED
CURB AND GUTTER.

5.PAVEMENT EDGE SLOPES [/ UNLESS OTHERWISE [INDICAT ED.
6.SAWCUTS OF EXISTING PAVEMENT TO BE I (MINIMUM).

MILL NOTCH
TO KEY IN

20°PER I"DEPTH OR AS
DIRECTED Br ENGINEER

WEDGING DETAIL (W) FOR RESURFACING

PROFILE KEY-IN DETAIL
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