
10

11

12

17

S

CB

18" CMP

15" RCP

DI

JB

POSS 

15" RCP15" CMP

15
" R

C
P

15" CMP

18
" 

C
M

P

15
" R

C
P

15
" R

C
P

6
"

8" DIP DIR ONLY

8
" D

IP

8" DIP

VALVES

SEWER

METER

ELECTRIC

(TS)EOI

(T
S
)

EOI

6
"

FO

FO

FO

FO

F
O

LT

GTS

L
T

(TS)

6"

2"

F
O

H
H

8
"

8"

1SFBUS

W
D
 

W
A

L
L

1SFD

WD WALL

BST

S
L

O
P

E
 

S
T
 
 
 
 
2
0
' 

B
S

T

B
S

T

B
S

T

B
S

T

3
0
" C

&
G

6
" C

&
G

3
0
" C

&
G

GR

BST

BST

6
" 

C
O

N
C
 

C
U

R
B

6
" 

C
O

N
C
 

C
U

R
B

B
S

T

SR 1321    BRYSON WALK    VAR BST

9
' 

B
S

T

GR

GR

G
R

10
' 

G
R

6" CONC CURB

7
2
" C

O
N

C

6
0
" C

O
N

C

C&G

30" 

4
8
" 

C
O

N
C

S
GW

S

SIG

RR 

LSA

S
WD

4"
4"

8
"

8"

B
R

Y
S

O
N
 
B

R
A
N
C
H

S
IG

R
R
 

S

1SFBUS

BST

SR 1321    BRYSON WALK    VAR BST

CAN

1SFD

BST

1SFD 1SFD

BST BST

1SFBUS

1SFD

1SFD 1SFD

S

9

GW

GW

STAIRS

GR

6 5

13

16

-BL-3

-R5843-2

FOR THIS STRUCTURE

OR RECORD AVAILABLE

NO ASSOCIATED LINE

DI

DI

DI

CB

CB

CB

CB

CB

GR

BST

WOODS

GW

BST

V
A

R
 

B
S

T

S
L

O
P

E
 

S
T

N 
42

°14
'0

4"
 E

52
.5
7'

N
 
17
°1
5
'4

3
" 
E

18
.8

3
'

N
 
2
5
°13
'2

6
" W

116
.3

4
'

10
7
.9

3
'

S
 
2
4
°18
'0

7
" E

10
8
.14
'

S
 
2
3
°17
'16

" E

S
 
2
3
°17
'16

" E
10

8
.2

7
'

S
 
2
3
°2

3
'0

5
" E

15
0
.6

3
'

15
0
.6

3
'

N
 
2
3
°2

3
'0

5
" W

S
 
2
3
°2

3
'0

5
" E

15
0
.6

3
'

N
 
2
2
°5

6
'4

1" W

15
0
.6

3
'

N
 
2
3
°18
'3

1" W

4
4
.4

1'

EXISTING R/W

EXISTING R/W

EXISTING R/W

3
5
.0

0
'

6
0
.0

0
'

95.00'

6
0
.0

0
'

EXISTING R/W

EXISTING R/W

E
X
IS

T
IN

G
 

R
/

W

E
X
IS

T
IN

G
 

R
/

W

EXISTING R/W

EXISTING R/W

3
8
.0

0
'

15
.0

0
'

EXISTING R/W

EXISTING R/W

E
X
IS

T
IN

G
 

R
/

W

EIP

EIP

EIP EIP

EIP

E
X
IS

T
IN

G
 

R
/

W

N 25°13'26" W

6.27'

EXISTING R/W

10
0
'

10
0
'

E
X
IS

T
IN

G
 

R
/

W

GREAT SMOKEY MOUNTAIN RAILROAD R/W -- 200 FEET WIDE -- D.B. 199-PG. 513
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GENERAL NOTES

THE ENGINEER. 

6)  ADDITIONAL MATTING MAY BE USED ON STEEP SLOPES AS DIRECTED BY 

AND MULCH TO MAINTAIN A VIGOROUS, DENSE, VEGETATIVE COVER.

DISTURBED AREAS AND SLOPES USING EROSION CONTROL MATTING, SEEDING, 

5)  AFTER STORMDRAIN SYSTEMS ARE SET, CONTRACTOR IS TO STABILIZE ALL 

TO INSTALLATION OF STORMDRRAIN SYSTEMS.   

DURING INSTALLATION.)  CONTACT ENGINEER AND INSPECTOR 24 HOURS PRIOR

PIPES SHALL BE INSTALLED IN THE DRY (WITH A MIN. 3 DAYS OF DRY WEATHER 4)

REPAIRED AT THE CONTRACTORS EXPENSE. 

EXISTING CURB AND GUTTER AT CONSTRUCTION ENTRANCES MUST BE 

PROJECT DURATION UNLESS DIRECTED BY THE ENGINEER.  ANY DAMAGE TO 

TO THIS PROJECT ARE FREE OF DEBRIS, DIRT, AND EQUIPMENT DURING THE 

CONTRACTOR TO ENSURE THAT ALL ROADWAYS AND CURB LINES ADJACENT 3)

SILT FENCE TO BE INSTALLED A MINIMUM OF 3' OUTSIDE OF FILL SLOPES.2)

CLEARING AND GRUBBING IS PERFORMED. 
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