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5' MIN. 5' MIN.

FINISH GRADE

MIN. COVER 3.5'

AS SHOWN ON PLANS

REQUIRED SIZE/ANGLE

SEE PLANS FOR 

BEND, TYP.

ALL PIPE AND FITTINGS BETWEEN THRUST COLLARS SHALL BE RESTRAINED.3.

CONCRETE ENCASED MEGALUGS MAY BE USED IN LIEU OF THRUST COLLARS.2.

ALL PIPE AND FITTINGS.

MEGALUGS OR RESTRAINED JOINT PIPE AND FITTINGS SHALL BE USED FOR 1.

NOTES: 

THRUST COLLAR, SEE DETAIL 7/3A

Not to Scale
1

THRUST COLLAR CUT-IN

Not to Scale
2

VERTICAL BENDS

Not to Scale
3

CUT AND PLUG EXISTING WATERLINE

Not to Scale
4

DISINFECTION AND SAMPLING POINT

Not to Scale
5

GATE VALVE AND VALVE BOX
Not to Scale

6

Not to Scale
7

VALVE BOX PAD

NCDOT WATER METER DETAIL

SEE DETAIL 7/3A

PROPOSED THRUST COLLAR 

EXISTING PIPE

VALVE AS SHOWN ON PLANS 

PROPOSED/EXISTING MJ GATE 

5' MIN

PE DIP

ANY BENDS ARE ADDED OR BEFORE GATE VALVE IS CLOSED.

THE THRUST COLLAR SHALL BE ALLOWED TO CURE A MINIMUM OF 3 DAYS BEFORE 2.

THE EXISTING LINE SHALL BE MINIMIZED. 

PIPE FROM SERVICE AND BEFORE CUTTING THE EXISTING PIPE. SHUT DOWN TIME OF 

CONTRACTOR SHALL ASSEMBLE THE DIP ASSEMBLY PRIOR TO REMOVING THE EXISTING 1.

NOTES:

TYP. OF 2

PVC TRANSITION COUPLER FOR AC 

MJ LONG BODY SLEEVE FOR DIP AND 

PROPOSED PIPE REDUCE AS NECESSARY

NECESSARY

REDUCE AS 

GLANDS

2 OPPOSING RESTRAINT

TYPICAL PAVEMENT

SECTION

VALVE BOX COLLAR

TRACER

WIRE LOOP

FINISHED

GRADE

2
"

6
"

HEAVY DUTY COVER

SEE NOTE 1

2'

1
8
"

CENTER SECTION

(LENGTH AS REQD)

2'

6
"

MARKER TAPE

ENTIRE PIPELINE

TRACER WIRE

VALVE

JOINT RESTRAINT, TYP

TRACER WIRE TAPED

TO PIPE, ENTIRE

PIPELINE 10' SPACING

CONCRETE VALVE

SUPPORT

5-7/8" ID MIN

ADJUSTABLE THREADED

TOP SECTION

NOTES:

1. LIDS SHALL BE MARKED "WATER" OR "SEWER" AS APPLICABLE AND SHALL

BE ASPHALT COATED.

VALVE BOX

TOP SECTION

WITH COVER

TYPICAL

PAVEMENT

SECTION

SLIDING TYPE CENTER SECTION

(LENGTH AS REQD)

FINISHED

GRADE

CONCRETE PAD

2'-6" ROUND

4
"

6
"

2
"

A
L
L
 

A
R

O
U

N
D

3
/

4
"
 

C
H

A
M

F
E

R

 ELEVATION 

WATER MAIN

1/8 BEND
1" CORPORATION STOP

1" COPPER

FINISH GRADE

BRASS PLUG

1"-90° BEND

1" ANGLE VALVE FORD

AV 21-444 OR EQUAL

#67 CRUSHED

STONE

6" MIN.

2" MIN.

EXIST PIPE TO BE FILLED

WITH PUMPABLE FLOWABLE FILL PUMPABLE FLOWABLE

FILL INJECTION POINT

EXIST PIPE TO BE FILLED

WITH PUMPABLE FLOWABLE FILL

3 LF CLASS 'B' CONCRETE

PERMANENT PLUG

LENGTH AS SHOWN ON DRAWINGS LENGTH AS SHOWN ON DRAWINGS

REMOVE LENGTH AS SHOWN ON DRAWINGS, OR 4' MIN.

DocuSign Envelope ID: C1CD6A2E-A409-4F67-A5DB-E19E83014F19

7/24/2019


		2019-07-24T07:37:13-0700
	Digitally verifiable PDF exported from www.docusign.com




