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LATERAL 'V’ DITCH
SEE DETAIL A

INSTALL COIR FIBER MATTING

IN THE PROPOSED DITCH LINE

—-L- STA 11+00 TO 11+60 LT
EST. 30 SY

BRI
%
A

3

CLASS B
RIP RAP
2 TONS, 3

7 SY GEO

&

IP RAP AT
MBANKMENT
EE DETAIL B

a1

RETAIN
=

AROUND RADlUS°|°

/\INTAIN 1.5:1 =

-~ £

s . A

h’t‘:*
o~
N
o
)

AY:

a1

PLACE COIR FIBER MATTING ALONG THE
STREAMBANK AT LOCATIONS WHICH
WILL NOT BE PLATED IN CLASS IIRIP

RAP, BUT WILL BE EXPOSED
BY REMOVAL OF END BENTS.
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SHELBY, NC 28150
f‘ PH (704) 476—0003
CORP. LICENSE NO.: C-0275

DETAIL A

LATERAL V' DITCH
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DETAIL B

RIP RAP AT EMBANKMENT
( Not to Scale)
Existing Streambank

5'min.

Ditch
Grade

GEOTEXTILE

Type of Liner= 8 TONS,Class | Rip-Rap
Geotextile=11 SY
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