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NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.

AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD. IN EACH OF TWO 

LAYERS.
C1

PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5C, 

PAVEMENT SCHEDULE

AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD.E1
PROP. APPROX. 4" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C,

0.02 FT/FT 0.02 FT/FT
0.02 0.02

3:1 3:1
2:
1

2:1

CL

TYPICAL SECTION NO.  1

-L- STA. 10+00.00 THRU 18+08.29

C1 C1

E1 E1

EARTH MATERIALT

12'5'3' 12' 4' 3'

TT

0.02 FT/FT 0.02 FT/FT
0.04 0.04

CL

TYPICAL SECTION NO. 2

BEGINNING OF PATH TO END OF PATH

C2

J1 J1

5'2'3' 5' 2' 3'

TT

C2

AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD.C2
PROP. APPROX. 1.5" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5C, 

PROP. APPROX. 6" AGGREGATE BASE COURSEJ1

3:1

2:1
3:1

2:
1

ENGINEER
ROADWAY DESIGN

ENGINEER
HYDRAULICS

UNLESS ALL SIGNATURES COMPLETED
DOCUMENT NOT CONSIDERED FINAL

NORTH CAROLINA

ROADWAY DESIGN UNIT

DEPARTMENT OF TRANSPORTATION
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